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ABSTRACT 


In order to enforce the security of the information 
stored in a computing utility,.it is necessary to certify 
that the protectibin mechanisn is correctly implemented so 
that there exist no uncontrolled access. path to the stored 
information. Certification requires that: the security 
kernel be much smaller and simpler than the supervisor of 
present general parpose operating His. nhsrsunh > ‘This thesis 
explores one aspect of improving the -artifiability of a 
computing utility by designing a dynamic Linker that runs 
outside the security kernel domain. 


The dynamic linker is designed to run in. any user 
protection domain of a multidomain computing utility. It 
is shown that the dynamic linker never needs the privileges 
of the security kernel to properly operate. In particular, 
the thesis demonstrates the ability of the dynamic linker 
to link programs together across domain boundaries without 
violating the protection of either domain involved in the 
operation. 
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I. Introduction 
1. Security Kernel 

The concept of computing’ atility designates a computer 
system or a network of computer systems dedicated to ser- 
vice a community of users (1)... The type of the computers, 
_ of the services rendered and of the community of users may 
vary widely. Yet it remains that in ali cases one of the 
_ most important features of the computing utility is to 
provide the users of the community with the. ability to share 
the resources of the system. We will be specifically con- 
cerned about sharing the information stored. in the compu- 
ting utility. Different members: of the “communi ty of users 
may have different intentions whieh are. eee ‘conflict with 
one another with respect to the stored information. Some 
user might willfully or accidentally access (use, steal 
or modify) the information kept by another user in the 
computing utility. Hence uncontrolled sharing of all 
information poses a direct threat. to the security of the 
information and to the privacy of the individuals con- 
cerned by the information (2-6). 

In order to enforce the security of the information 
and to safeguard the privacy of the individuals concerned 
by the information, the access to the stored information 


must be controlled by some protection mechanism (7-11). 
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However, no protection mechanism will serve our purpose 
unless it is trusted, hy ite. usexs.. Several features of a 
protection mechaniem contribute, to make. it reliable (6,15). 
It is net our purpose here to disquasor even to Liat these 
features. Only-one of them is .of-interest to us: the. 
certification of correctness of. the protegtion mechanism. 
Certifi : 


mas guarantees that the protection 
mechanism completely gontrols.the..access ,to.the stored 
-information,. that it .is an effective .implementation of the 
desired protection. schema, and .that..there is. no way a user 
program could aubvert, circumvent..or..mgdify it to gain un- 
authorized access. to. the. stored.infoxmation,. Certif ication 
of a protection mechanigm.is the result of.a careful audit- 
ing of each component contributing to. the. protection of 

the stored information. Such auditing. not.only includes 

a verification of the datention. apd, the, implementation ef 


each ‘component of. the. protection. me 


MoSR, but algo a ver- 
ification that interactiong among, them, apd with the outside 


world cannot cause malfunction or, unexpected behavior 


‘resulting in unauthorized accegs to. information. . 
ally, implemented by a 
data hases of the software poxtiop.ane a very sensitive 


The pratection mechani gms, are, ys 
. combination. of. hardware, and softwax: 


part of the computing utility, for..£] 


access what information. Ag a regult, this. protection 
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software must be isolated from and protected against other 
programs in the computing utility. Any protection software 
Component, if tampered with, could cause unauthorized 
access to stored information. Hence, user programs must 
be prevented from modifying, subverting or circumventing 
the protection software. Such enforeement should provide 
a complete control over the interactions between the pro- 
tection software and other programs in a computing utility. 
The security kernel of a computing utility is that. 
part of the seftware which could, as a result of a bug or 
malicious alteration, cause unauthorized access to infor- 
mation. Thus it is the programs and data bases of the 
protection software plus any other programs (and data 
bases which control their behavior) that have direct 
access to the protection software. 

In most systems the security kernel corresponds closely 
to the supervisor. It includes a great many programs and 
data bases that are not functionally part of the protec- 
tion software. As a result, the security kernel is much 
larger and more complex than the subsystem which implements 
the protection mechanisms. This is unfortunate, because 
it is the entire security kernel which must be certified 
to establish confidence in the security of stored infor- 
mation. Extra size and complexity make cartification 


more difficult. 
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This thesis will explore one aspect of making the 
security kernel of a computing utility smaller, simpler, 
and thus more certifiable by dévelopitig a system design 
in which the linking function is outside ‘the ‘security ker- 
nel. The linker of a computing ueiiity is the program 
responsible for binding together separate procedure and 
data modules “to build larger program elements: In current 
systems, the linker is almost always part of the security 
kernel, but as will be demonstrated in this thesis, is not 
part of the protection software. Removing: the linker can 
significantly reduce the complexity and the size of the 


security kernel. 


2. Dynamic Linker 

In writing a complex program, it is extremely desirable 
to subdivide it into several modules. In doing so, the 
complexity of the programming task is reduced for the 
modules can be programmed and tested independently and 
existing modules may be incorporated into new programs. 
The idea of modularity implies the ‘existence ‘of some mech- 
anism to assemble modules into larger programs. The 
writer of a module must be able to connect his module to 
others. One simple way to achieve the connection is to 
give a symbolic name to @ach module and to denote it by 


that name in other modules. This establishes a symbolic 
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link between the two modules. The problem is that symbolic 
links aie meaningless for the hardware of the processor. 
For a symbolic link between two modules to become a snapped 
link usable by the processor, the symbolic name used by 

the programmer must be translated into the Logical (hard- 


ware interpretable) address of the module denoted by the 
symbolic name. When used to combine separately compiled 
modules translation is called linking. The program which 
takes care of the translation is called the linker. 

There exists a wide variety of linkers which we will 
not describe here (12). Often a linker is invoked when a 
program is loaded into primary memory. Before control is 
given to that program, each symbolic name it uses is 
_ translated into a logical address by the linker. In 
other schemes, control is given to a program module as 
soon as it is in primary memory. When execution of the 
module hits a symbolic name, a hardware event (fault, inter- 
rupt, trap) triggers the linker execution to translate the 
symbolic name into a logical address. “Execution resumes 
after the link is translated (snapped) .. This type of 
linking is called dynamic linking and is carried on by a 
dynamic linker. It is more flexible and saves the cost 
of loading into memory and linking together modules 
which may not ‘be used by the program every time it is 


invoked. Although the rest of our thesis will be talking 


27 3= 


about dynamic linkers, the results of the research are 
also applicable to regular linkers. The problem is more 
challenging for dynamic linkers precisely because of the 


dynamic aspect introduced by the hardware events. 


3. Background 

Certification is a relatively ‘recent topic in the field 
of computer science. Many authors have. occasionally men- 
tioned the need for certification, as we did here. But 
there exists no concensus on the best:-way.to certify a 
large software system. -The area:is: not:very well struc- 
tured and much work has still to. be done to organize it. 
Yet most of the papers on that. topic: seem to agree that 
whatever hypothetical .method is used.to audit-and certify 
the security kernel, the correctness: of:a "simple" kernel 
will be easier to verify than. the correctness. of a 
"complex" kernel. A small number of modules, strict con- 
straints on the interactions between the modules, method- 
ical design, systematic. implementation,: precise supporting 
documentation, simple language constructs, formatting and 
readability are factors likely to simplify the task of 
auditing the security kernel. Conversely,.a large number 
of modules will undoubtedly complicate the problem. In 
addition, it is likely to increase the number of inter- 


actions to worry about. Complexity and sophistication of 
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the modules themselves would also make auditing harder. 

A good guideline when trying to simplify the security 
kernel is the principle of least privilege. This princi- 
ple is the equivalent of the military “need-to~know" rule. 
It states that any program module should. be granted just 
the privileges it needs to properly operate and no more. 
Modules. of the security kexnei shouid: be granted the 
privileges of the security kernel. on the basis that they 
contribute to the protection of the: stored. information. 
Modules not contributing to: the protection: goal should 
not. be: able to use such privileges. Keeping them inside 
the security ere increases. the size and complexity of 
the kernel. and brings in. functions and: constructs that are 
hard to validate with reepect ta the protection goal of 
the kernel. Keeping them outedde the kernel. cuts down on 
the number of modules and interactions to. be considered 
as part. of the certification process. A module cannot 
abuse privileges it doesn't have to modify, circumvent, or 
subvert the security kernel operation... 


4. Motivations 

Designing a dynamic Linker to xun outaide the security 
kernel. environment of a computing utility is motivated by 
the desire to improve the certifiability. of the protection 
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mechanism in the system. under concern. A linker is char-~-. 


acterized by four features which ‘Guggeat it: should. run 


outside’ ‘the security: kernel ‘OF the’ systen to” ease the 


‘gil ae a eee ney FREES Paes ase ae 


auditing of the kernel. 
‘Firstly, a linker does not. Lepitemaat ‘ay’ concept ‘re-~ 
lated ‘to the prétection of the’ ‘eyeti Re of | “‘needéd to ‘dupport 


‘the protection inéschiani sins” 4 sal} 


“Secondly, in view of the sonetton’ impldnentea ‘by eee 
linker, it seens ‘reasonable 6! ‘suspect: ene ‘the ‘linker 
does not need any of the paivateyes granted to ‘typical 
modules ‘of the seturity Kernel. Whevefbre ‘the ‘Yeast 


| privilege principle implies that the nae be outside the 


security kernel. 


‘Whiraly, a linker is in général a very Complex program. 


‘Even though its function is edsy to describe, the details 
of its implementation Yequite ‘the’ ‘tga | ‘of intricate and 
sophisticated Tahnige: Yonitecrel? dike? lke ‘the! Yeading : 


and auditing of the program a quasi inpowsitbie ‘task. 
Finally, the linker, by its very nature handles data 

directly accegaibte to the users. of the - dysten. “Such 

data could contain - purposely oY not ad “incoiisistencies 


capable of causing ‘the Linker com malrivetion or perform 


"ye 4 


unexpected operations. — ‘One “auspices” Zt ts much 


“harder to verify the Sicvoct ‘obeBiton st W pisytii hen : 
it can be presented with ‘an arbitrary itiiput ‘than to verify 


ee ee ae 
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correct operation when a “correct” input is guaranteed. 
Since malfunction and unexpected behavior are ruled out 
for program components of the security kernel, very 
sophisticated machinery would be required to verify the 
consistency of user requests to the linker and insure 
proper operation. Even if such machinery were available, 
it would only increase the complexity of the linker. | 
Again we come to the conclusion that the linker should 
not be part of the security kernel. If so, no malfunction 
of the linker will ever subvert the protection mechanism 
of the system and cause unauthorized access to protected 
information. 

To summarize our motivation we can say that designing 
the linker to run outside the security kernel environment 
of a system is a step towards simplifying, isolating and 
patter defining the security kernel, thereby making its 


auditing easier. 


5. Objectives . 

The motivation for our thesis is based on four argu- 
ments which suggest that the linker should run outside 
the security kernel environment of the system. The first 
objective of our thesis is to show that it can run outside 


the security kernel. We will have to show that the linker 


indeed does not contribute anyhow to the protection of the 


iy 


system and is never needed to support the operation of the 
kernel. We also will have to show the inverse relation; 
that is, the linker does not use or need any of the priv- 
ileges of the security kernel modules. Wes aGentually will 
have to show that the idea of forcing the linker to exe- 
cute Sutside the security kernel environment does not 
introduce any unsuspected, unsolvable problems. 

Clearly ee would not pay so much attention to our 
problem if its solution were obvious and if all linkers 
known today were running outside the security kernel 
environment of the system for which they were designed. 
There exist a few systems (13) where the problem has been 
solved. However, it was solved only for the very simple 
case of a static linker binding modules together inside 
one protection environment. Instead our thesis will pro- 
pose a general solution of the problem for a dynamic 
linker binding modules together across protection environ- 
ment boundaries. The design to be proposed can be applied 
to any type of computing utility with some variations 
which we will eventually mention when appropriate. 

Except for a few cases already mentioned, all systems 
are designed with their linker being a component of the 
security kernel, and having the privileges of the security 
kernel (14). The second objective of the thesis is to show 


the feasibility of the design to be proposed for a 
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particular real world systen. We have chosen to remove the 
linker of the Multics (Multiplexed Information & Gomputing 
Service) (15-18) system from the security kernel environ- 
ment and to force its exaGucion into the user environment. 
The linker presently runs in the environment of the 
security kernel of Multics as do many other components of 
the system which do not belong in rhe security kernel either. 
The main reason ‘for this design was that the coat of 7 
dynamically onanging the protection environment < of a 
compucnE ton was prohibitive in the initial version of 
Multics. Hence, it was decided to include many system 
components in ‘the security kernel that were ‘not part 
of the protection mechanisms a order to minimize the 
number of times the protection environment vas changed 
in the course of a computation. Snapping a single Link 
requires two environment changes with the Tinker inside 
the security kernel, but may require 10 hepa 100 with the 
linker outside. A second version of the. Multics hardware 
(15) has reduced the cost of a change in protection 
environment to ‘the level oe; a normal interprocedure 
call. As a result, theater is no ) longer an ‘economic 


insentive to leave the Linker in the security kernel. 
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Before we go on to daveion the design we will mention 
a third objective of the. thasi., In. namaving::the. dynamic 
linker from the-seourity kernel. of: Multégs, we hope to 
establish a few more criteria for deciding whether or not 
a program belongs in the security kernel of a system. We 
also hope to better define what general programming fea- 
tures Sontcibate or hinder the task of demoving a program 
from the security kernel. These lists of criteria and 
features of interest will certainly be as helpful as the 
removal of the linker itself to better define the security 
kernel of a computing utility in general and of Multics in 
particular. | 
6. Plan of the Thesis 

Before we come to the body of the thesis we would like 
to briefly describe how we will develop the research and 
carry it on to the detailed implementation of a linker 
running outside the security kernel of a computing utility. 

Chapter II will develop a computing utility model where 
emphasis will be put on features directly relevant to our 
research. The model will serve as a basis to describe the | 
design and it will help the reader to apply the design to 
different systems by matching the model with that system. 

Chapter III will propose a complete design of relevant 
parts of the computing utility. Problems encountered in 


the design will be discussed and solutions will be proposed. 
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In Chapter IV we will demonstrate the feasibility of 
the proposed design by describing its implementation on 


Multics. 
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II. A Computing: beility Model 


In order to better define the features of ‘the design 
we will propose, and ba generalize its “applicability to 
any computing utility, we will describe a ,computing utility 
model. This will enable us ‘to ‘explain the proposed design 
in terms of the dled: ‘It will enable the ‘reader. to apply 
the design to any aspect tic computing utility my matching 
“that SOmPP ELEY utility with the model. a a 

We will ‘develop the model in two steps. Firstly, we 
will describe a protection model suited to the | environment 
of a computing utility. Secondly, we. will build on top of 
this model an information storage model suited to the 
needs of a dynamic Linker. ‘the model wild help ue to 
better define the “concerts of protection environnent and 
logical address space which we have “occasionally mentioned 
but have not. carefully defined yet. We t then will explain 
in detail the eperarron, of the linker in cera of the 
model. This will greatly simplify the subsequent descrip- 


tion ‘of the design ofa linker running outside ‘the secures ty 


kernel ie a computing utility. 


l. Information Protection Model 
_ ieee 


In order to better understand and study the propiens 
eer fk 
notated to protection of stored information, several 


Ss 
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structural and mathematical models of protection schemes 
have been proposed (19,20). we will briefly describe here 
a model based on the concept of protection domain (21,22). 
This model will help us understand what is meant by a 
pp avection environment and particularly what the security 
Berne environment is. - | 

For the purpose of our discussion, we» will talk about 
the environment of the computing utility in terms of 
objects and subjects. Objects are ‘passive. They are the 
information containers of the computing utility. They 
must be protected to prevent unauthorized access to 
stored information. Objects are the procedures and data 
bases stored in the computing utility. Sub bjects are 
active. Subjects are the internal representation of users 
of the companing ural ity: Subjects, sometimes called 
processes or FORE y:: act on behalf of users to create, 
delete, modify, use and manipulate objects. 

Subjects can access objects by means of capabilities. 
A capability is an identifier denoting some object in the 
computing utility. Any subject poswessing a capability 
for an object is entitled to access that object. 

The set of capabilities available to.'a given subject 
defines the domain of execution Sf the sibjects, The domain 
of execution of the subject is ‘the: protection environment 


where the subject operates. 
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When a subject changes domain of execution, it changes 
its set of capabilities. He can enter a new domain ‘of 
execution only through a gate. A gate-is a procedure 
object which forces entrance to a domain to coincide with 
invocation of certain procedure objects in the domain. 
These procedures completely determine the activity of the 
subject in the domain. Fora given aublect’. ‘a gate is an 
entry point into ‘a given domain. However, for two 
different subjects, the same gate object leads into dis- 
tinct domains. We make the assumption that each domain 
can be entered by only one subject. thus when two subjects 
wish to enter the "same" domain, they ate actually | 
installed into distinct domains cohtaining equivalent sets 
of capabilities. | . ey eet a 

. With this model in mind we can better talk about the 
environment of the security kernel. For each user compu- 
tation, i.e. for each subject of the computing utility, 
there exists one domain-the security kernel? domain (23,25) - 


where capabilities exist for the subject to access pro- 


ee een 


cedure and data objects of the security’ kernel. ‘Access to 
the data objects is constrained by the access pattern 
encoded in the procedures of the kernel. ‘access -to the 
procedures is further restricted to certain entry points: 
the gates into the security kernel domain, Hence complete 


control is gained on the interactions between the kernel 
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and the outside world. The security kernel is a so called 
rotected subsystem, (24,25) an instance of which exists 


in the first domain created for each subject in the com- 


puting utility. 


2. information Storage Mode] 

The previous paragraphs have, nae more precise the 
notion of protection environment. we will pow consider 
the concept @f logical address space. 

The set of all objects in a Pomputing utility con~- 
stitutes the file system of the cog 
these objects is a particular set of abiests called 
catalogs. Catal are data bases containing descriptive 
information about some set of objects. One of the items 
contained in a catalog about each object described in that 
catalog is the physical address of each object. The 
physical address of an object defines where the object is 
located on same memory device attached to the computing 


utility. The physical address of an object myst be clearly 
distinguished from its logical address. The logical 
address of an object is the address by which an existing 
subject references the object. Only logical addresses are 
meaningful to processors executing machine code. An 
object always has a physical address even when it resides 


on secondary storage and no subject uses it. But it may 


be 


not have any logical address if no subject uses it. 
Assigning a logical dddvese to ah abject on behals of a 
subject is the role of the file system manager (FSM). 
"When a subject wants to assign a logical address to 
an object; it must pass to the ¥SM the unique identifier 
of the object. The unique identifier of an object can be 
a unique name, a unique number, or a catalég unique iden- 
 tifier and the symbolic name of an object in that catalog. 
Unique identifiers are different from symbolic names in 
that more than one object may have the same symbolic name 
as long as they are described in different catalogs, but 
no two objects can have the same unique identifiers. 
| When given a unique identifier, ‘the FSM performs two dis- 
tinct functions. Firstly, it searches the ‘file system. to 
find the description of the ‘object’ denoted by the unique 
identifier. If the search fails or if the FSM decides that 
the requesting ‘gubject: does not have the right to know about 
the object under concern, an error message is returned 
and no action is taken. If the search ‘succeeds and the 
requesting subject has the right ‘to know ‘about the object, 
the FSM ma maps the object into a logical address of the 
address space currently « seen ‘by the subject ‘(enables a 
logical ‘address), remembers the binding. ‘between one 


unique identifier and the logical address, and returns: the 
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logical address to the subject. 

One question is now in order. What is the real 
nature of a logical address? Since the FSM, a component 
of the security cecnel: ieiekeos logical addresses on the 
basis of a protection decision, a logical address is 
merely a capability to access an object. As long as a 
subjeek bas no enabled logical address for an object, it 
cannot reference that object. If and when a logical 
address is enabled and delivered to the subject by the 
FSM, it gains ‘acoass to the corresponding object, i.e. it 
has a capability for that object. This establishes the 
connection between our information protection model and 
our information storage model. ; | | 

This connection between the ~ models brings up the 
question of the nature of the logical address space. Since 
a capability for an object is granted to a given subject 
in a given domain, one might wonder whether the logical 
address allocated to the object is valid only for that 
subject in that domain: In other words, once a logical 
address is assigned to an object for some pubsect in some 
domain, will that subject see the same object at the same 
address in other domains? will all subjects see ime same 
object at the same address in all domains? The answer to 
these questions depends very much on the type of logical 


address space supported by the system under concern. In 


aoFm 


the simplest cone where the logical address of an object 
is its primary memory address, if any, ‘then we can talk of 
a system wide address space. once "an address of the space 
is allocated to an object, all aubjects in all “€omains 
will see that object at that address if they have access 
to it. On a virtual memory myetens each user, i.e. each 
subject may have one address. space of its own. When an | 
address is allocated to an 1 object ‘ina subject address 
space ‘che subject will see ‘the object at ‘that address in 

ss | all domains where he can access ‘the Object and the address 
will be meaningless (not usable) in other domains. But 
all other subjects may or may not use ‘the corresponding 
address ‘of their own address space ‘for the ‘same object. 
Finally in some systems, there may be | one address space 
in each domain. Such is the case, for ‘instance, of base 
and bound machines. ‘A @omain is defined by the base and 
the bound of its address space. A logical ‘sadress’ is 
mapped into a physical address by relocating it relatively 
to the base and within the bound of the “address space of 
that domain. Once an object is mapped “tnto one ‘address 
space, the address space of another domain may | or may not 
contain the same ‘object. at ‘the ‘same logical address depen- 
depending on what its base and bound are. To conclude this 
discussion, we will assume for the rest of this thesis; 


ee 


that the concept of address space, hen ungualified, means. 
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the address space | seen by the given subject in the given 
domain. Unless specifically stated, nO assumption will be 
winds about who can see the same address space in what 


domain. 


3. A Dynamic Linking Model . 

‘The Last paragraph described | the models we will use 
. to support our design. Before we move on to the design 
. itself we will describe the detailed ‘operation of linker 
iia respect to the models. In Going Por. we will not have 
to worry about what a unique identifier, a logical address, 
a domain, ora gate is. ve know that all these concepts 
can be identified in any computing utility and that | our 
description can be based on them without ambiguity . . 
| Whenever a subject executing an | okject encounters a 


symbolic name of, or a sya glic lin 


a hardware event called a i 


to another object, 


: Spink opera. As a result 
of | the link fault a copy of aul machine registers, called 
Ene. machine status, is handed to the linker. 

“me first task of the Linker is we analyze ‘the machine 
status to determine which synbolic Link caused the fault 
and which object was being exscnted at the time of the 
fault. This object is called the faulting object. The 
domain where it was executed is called | the faulting somain. 
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By searching the faulting object, the linker will find a 
complete description of the symbolic link and in particular 
the symbolic name associated to the link which designates 
some object of the environment. This object is called the 
target object of the link. The domain in which it belongs 
is called the target domain. 

The second task of the linker is to search for the 
target object in the file system and to map it into the 
logical address space. In order to do this the linker 
will of course need to invoke the FSM. The search is 
driven by so called search rules. Each domain has 
associated with it a different set of search rules. 

Search rules are an ordered set of catalog unique iden- 
tifiers. Of course, it is irrelevant to talk about search 
rules when the file system is one Single catalog. However, 
in general, it contains many catalogs. The search rules 
force the linker to search only some of these catalogs 

in the desired order. The linker takes one search rule 

at a time, combines it with the symbolic name of the 
target object thereby making an object unique identifier. 
The linker hands the unique identifier to the FSM to search 
the file system. If the search fails, the FSM returns an 
error code to the linker. The linker will keep trying 


the next search rule, if any, until a search succeeds. 


a ea ee 
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In this case the FSM returns the logical address of the 
target object to the linker. 
The third task of the linker is then to translate 


the symbolic link into a snapped link usable by the pro- 
cessor. This is called snapping the link. The linker 


just replaces the symbolic name in the link by the 
logical address of the target object. 

Finally the linker must modify the machine status 
to force the executing subject to reuse the now snapped 
link. | | 

By a mechaniam external to the linker itself, the 
machine status ia then restored so that the executing 
subject jumps back to where it was just before the link 
fault. 

Once a symbolic link is replaced by a logical link, 
it will no more cause any link fault for the current 


subject in the current domain. 
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III. Design 
1. General 

‘The last chapter presented a eomputing utility model 
which will be used to support the discussion of the desian: 
The steps in the operation of a ‘dynamic linker have been 
described. ‘AS it should now ‘be ‘clear to the x reader that 
programming the linker itself is a feasible task, the 
current chapter will rather ‘concentrate © on ‘the problems 
of inserting such a Linker into the overall design of a 
computing utility such that it. be outside the security 
kernel. The next chapter will ‘then present a test case 
implementation of the design to demonstrate the use of the 
model in identifying the components of a ‘real system and to 
ane the feasibility of implementing the » design ‘on a seat 
system. 


In developing the discussion of the design we will 


try as much as possible to progress naturally and to 


handle each problem as it shows up. In a first section 


wy 


we will explain how the security kernel | can operate 


without the help of the dynamic Linker. In the remaining 


pert 


sections we will demonstrate that the dynamic ‘Linker can 


operate without the privileges of the security kernel. 
This order of ‘discussion coincides with the order of 
events when a computing utility is brought up inte 


operation: the security kernel by its firidamentsl 
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“purpose is the first subsystem to be operational and is 
used to bring up the rest of the axes functions, the 
dynamic linker among others. 

We do not claim in any way that the design to be 
outlined is the only posetbic design solving our problem. 
By its very nature, the topic of ‘the ) research: poses 
several structural problems which are easy to identify 
and to describe. However, designing solutions to these 
structural problems cannot be done systematically as 
would be the case for mathematical ‘problems. Solutions 
to a particular structural problem may bring Up other 
structural problems. ‘It is hard to predict and to control 
ve Brepagetton of the effects of a a. particular solution 
to a particular pxcBlea: Hence ae: is hard to estimate a 
priori which solution minimizes the number and the mag~- 
nitude of hidden potential problens. As it is impossible 
to discuss all solutions in detail, we > will attempt to 
justify our choice betioen different solutions whenever 
possible, and especially where a sophisticated solution 
has been prefered to an apparently more obvious one. 

Even so, we do not claim that all possibilities will be 
discussed. We are convinced that equivalent designs could 
be Siepeuea: We believe ante that our design is among 


the simplest ones. 
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Finally, we will attempt as much as possible to be 
sufficiently precise in the discussion of the design to 
convince the reader that subsequent implementation is 
practical and straightforward. At the same time, we will 
try to remain sufficiently abstract to enable the reader 
to implement the design on any general purpose computing 


utility. 


2. Security Kernel Initialization 

Before any user can request service from a computing 
utility, the system must be brought up into operation. 
This initialization task is done under one responsibility 
of a subject called the initializer. The initializer must 
cause the loading and set up of all programs required to 
support the operation of the system. The first of all 
Subsystems which needs to be initialized is the security 
kernel because of its fundamental function: generating 
other subjects and domains for these subjects would be 
impossible without an operational security kernel. We 
are concerned about one aspect of making the kernel 
operational. Like all subsystems in a computing utility, 
the security kernel is a modular program. Hence its 
Operation does require a linking function to combine the 
modules together. However, our objective is to propose 


a design where no dynamic linker exists in the security 
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kernel domain. The ‘security kernel is not allowed to cause 
link faplts. ence all links of the security kernel must 
be snapped prior to the’ operation of the kernel. This 
task is part of the security kernel initialization. 
Linking together all modules of the security kernel. 
requires the help of a static linker. Essentially two 
types of static linker could be used: a binder or a 
prelinker. The binder is a static eee) which prepares 
_once and for ail a fully operational security kernel 
that can be used without any further initialization as 
many times as desired. The prelinker is a static linker 
' which links the modules of the security kernel together 
each time the system is stacked, during an initialization 
chaees We will not describe the detailed design of either 
a binder or a prelinker. This topic is below the level 
of our discussion. We will ask the reader to realize that 
writing a static ‘linker is feasible in many ways. We 
will just discuss the properties of each type of static 
linker. | | Ue = 
The technique of the binder seams both simple and 
economical. It is economical pecause the ainke of the 
security kernel are snapped only once for a given system 
version and the resulting operational security kernel can 


be reused as many times as desired. It is simple because 
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auditing and certification of the. kernel must be done 
only once on the final operational ‘kernel. me. binder 


is kept outside the environment to. be certified; only 


: MORE 


the results of its spevatice are to be audited. — 

The technique of the prelinker. paetead. requires ‘that 
the prelinker be audited and certified. Since domains 
are meaningless until the security ‘kernel 4 46 initialized 
to support them, the virgin environment eon by | the 


“initializer may be. viewed as just one single domain 


bound to become the domain of the. security kernel. “Con- 


Baas 


sequently the prelinker of the security kernel which is 


executed prior ne any module of the kernel is in some 
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sense a component of the soon-to-be kernel. The Pre 
: AL i 


Linker : must therefore be certified. By now the reader 


EE RSE 


may wonder what is gained by the prelinker technique. 


we want to remove the dynamic Linker, Shae hae security 


ze% 


kernel but we propose to neer a | prelinker, { in the kernel. 


coe 


Firstly, the use of a prelinker may make the system 


initialization more flexible. ane use of a binder fre~ 


LAPIS Te 


quently. implies that not only. the vers on: of the ‘system 


but also the initial configuration of the. system Ahex ee 


Poin gts 


ware configuration and sizes of various supervisor tables) 
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always be what the binder assumed. Instead, in the case 
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of the prelinker, even though the version of the system 


‘SE 


used may always be the same, the configuration of the 
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system may be changed each time the system is started by 
properly notifying the prelinker of relevant configuration 
data to be respected. ‘Thus a prelinker is more flexible 
than a binder. | - 

Secondly, believing that the certification of the 
-prelinker is just as bad as the certification of the 7 
dynamic linker is wrong. By its dynamic. aspect, by the 
requirement that it he able to deal with objects scattered 
in a large file system, and by the fact that it may support 
miscellaneoua sophisticated linking features needed by 
user programs (see next chapter), the dynamic linker is 
a much more elaborate program than the prelinker. The 
prelinker is a atatic linker; it deals only with objects 
of the supervisor concentrated in just a few well known 
catalogs of the file syatem; and it may not support 
sophisticated linking features because security kernel 
modules, unlike user moduies, may be programmed to avoid 
such features. In addition, by its very nature, the pre-~ 
linker ie an atomic program while the dynamic linker is a 
modular program. All such factors make a prelinker a lot 
simpler and hence easier to certify than a dynamic linker. 
Finally since the prelinker is needed only during | 
initialization the security kernel can discard its own 
capability to ever again access it during regular system 


operation. Thus the prelinker cannot be executed again 
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once the system is initialized, and therefore it cannot 
hurt the system. This also simplifies the ‘problem greatly. 
Consequently, the choice between pinder and prelinker is 
a choice between relative certifiability and flexibility, In 
general this choice is independent of where the ‘future 
Gynamic linker will be Cinieas Since’ the Guolemestation 
to be described in the next chapter is based on the pre- 
linker idea, we will Seams the wane Eades in thie chapter. 
However, we acknowledge the fact that using a binder is 
most probably equivalent as Zar as our thesis is concerned. 
We will now temporarily abandon the operational security 
kernel we have obtained. The next “section will ‘first dis- 
cuss a few design principles and then carry on the develop- 
ment of the system by building other domains around the 


security kernel. 


3. Dynamic Linker Initialization 
a. Design Principles i: 

In the previous section, we have shown how the 
security kernel modules can be linked together without the 
help of the dynamic linker. once Linked, they no longer 
need any linker, thus they can operate without one. The 
rest of this chapter will examine the other side of the 
design. It will be demonstrated step by step that the 


dynamic linker can operate outside the security kernel. 
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It seems that the first problem we encounter is to 
define Gaak "outside" means. One Ralf of our design is to 
remove the linker from the domain of the security kernel. 
The second half of it is to decide in which | other domain 
or domains the linker will run. 

tt seems very appealing to simply inatall the Ainker 
' once and for all in a domain of its own (see figure 1) where | 
a subject will be able to go if and when necessary. Even 
though. this solution may seem clean and obvious, it is very 
likely to raise implementation problems. Indeed, on each 
link fault, the linker domain would have to be provided | 
dynamically with appropriate capabilities to access the 
faulting object, and perhaps the target object or even 
other objects in the faulting or the targetdonain. When 
the dynamic linker was always running in thie pee domain 
and that domain was the security kernel domain, providing 
it with dynamic capabilities was easy given the unique 
privileges available in. is security kernel. However, 
this is no more true if the linker runs in a domain 
different from the security kernel domain. Furthermore, 

a linker domain containing capabilities for objects in 
several domains, even if only one at a time, can poten- 
tially operate as an uiauthdrixed dnformstioa Shadae’ 
between these domains if it malfunctions. Therefore, such 


a linker must be certified to prevent potential unauthorized 
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Figure 1: Different environments for the linker. 
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Case 1: Linker in its own domain. 


Case 2: Linker [tn each domain except the kernel. 
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access to the information. 

A second potential answer can be found by thinking 
in terms of capabilities. Since the linker will need to 
access objects in the faulting domain and perhapsz in the 
target domain, both domains seem potential candidates to 
host the linker. The target domain is actually not a 
good candidate because it is not determined until the 
target object is identified. Hence it is undetermined 
at the time of the fault and the only domain where the 
linker could initially run is the faulting domain which 
is easily determined by the machine status. 

Consequently, even though we do not definitely reject — 
the first solution, we strongly recommend and will fur- 
ther assume the second solution which at least guarantees 
easy access to the faulting Sones ane eliminates a 
security threat. It will be seen that access to the 
target domain is usually not required and eventually easy 
to provide. In the above discussion we have identified 
the major problem of removing the linker from the security 
kernel domain: it no more has all the privileges to access 
any object in army domain; each particular invocation of 
the linker will see access capabilities conatrained to 
those of the faulting domain for the invocation (see 


figure 1). 
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We have just decided to design the linker to run in 
"the" faulting domain. Since any domain is a potential 
faulting domain except for the security kernel domain, the. 
linker must be made "available" in all domains except the 
security kernel domain. The second problem which we will 
now discuss is the notion of availability of the linker 
in a domain. What does availability of the linker mean? 

Firstly, it means that capabilities must exist in all 
domains, except the security kernel domain, to execute 
the linker. Providing such capabilities in each domain 
is rather trivial and should pose no implementation problems. 

Secondly, a dynamic linker, like most programs of a 
computing utility is a modular program. As such proper 
operation will be possible only if there exists a means 
to snap links between the various modules involved in 
dynamic linking. For most programs in a computing 
utility links can be snapped dynamically. In the case 
of the dynamic linker, this proposition is nonsense: 
if the dynamic linker contains unsnapped links, it is not 
operational and cannot count on itself to snap its own 
links. Hence a static linker must be used to link the 
dynamic linker modules prior to using them. As long as 
the linker was part of the security kernel, its modules 
were linked together by the prelinker of the security 


kernel. Now we have removed the linker from the kernel, 


doe 


it will no more be autematioally prelinked. ‘Hence, its 
moduies must somehow -be inked sogether . . 
make it operetional in other domains. We may ask ourselves 
what sort of Dimks exist én the dynemic Linker and have 


“to be snapped statically. The litiker is a set of peroce— 
‘dures and data modules which aecerdiag’to our objective 
can be -exeented in any demain emeept the security kernel 
domain. Clearly at Jeast all Jinks between.these #odules 
must be snapped to ensure proper operation. In addition, 
the earlier desaription of ‘the ‘Lister <apavetion mentioned 
the need to: davoke the FSm. Simet.the Linker as anywhere 
but in the security kernel, &t can invoke ithe BOMonly | 
through’ the nt mare gubes inke this: eseucity femme. Hence 
there will exist Links to these gates. Shey must also be 
snapped: ‘Conmequentty, the #itustion. gan be pictured by 
figure 2. Each Bonnin has ompebitities, \ike domdn D, 

to execute “the” linker. “The” lisksir is the set of all 

. procedures and Geta bases potentially invoked in dynamically 
linking two wodules. ‘The lénker .akeo contains one.or more 
links to security kernel gates. ‘Notice that: these gates, 
as kernel components, are -guarantesd to ‘be further pre- 
‘litiked ‘to ivbernal modules of the Kernel: during wysbem 
initialization. Hence we do not nest to worry about then 
anymore evén though they -contwin ‘inks -to<be involved in 


dynamic linking. 
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Figure 2: Linker and security kernel 
Initialization: configuration 
of the links to be snapped. — 


Security kernel 


@- data 
C)- procedure 
C): gate 


“ Meeady’ pretinked 


To be Snapped yet 


b.  Prelinking the linker 

We are now in a position to discuss how static 
linking of the dynamic linker can be dene. We had left 
the development of the syatem at the stage where the 
security kernel was operational in the first and only 
domain of the environment , 


We: wild now pursue that dis- 
involved with making 


cussion and exanine the @ ~ 
the linker available : in new Semaine around the eee 
kernel domain . J 

7 “qhe first question to be asked is: when do we want 


to link the modules of tha linker together? To answer 


this question, we must bear in mind the important fact 


that linking modules together in some Gomain, whether 
statically ox dynamically, first requires mapping the 
modules inte the relevant address space. 


Since @ach domain or future domain in the. computing 


utility could, . in the most general c a. have its own 
address space, this Sao sate: that napping and consequent 


linking of the Linkex aA 


is generated. Guch a deeigh would be .wery expensive in 
comparison to thé design where the Linker was in the gacurity 
kernel and was prelinked ealy once. | 

- We- would rather like a design where the linker 
modules are linked together only once for the whole sys~- 


tem. just as.in the case where the linker was in the 
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security kernel. However, such, a. odaetan comune fat the 
space of each potential, faulting’ domain for the’ same — 
snapped links to be feaningful-in ‘all dontins. this 
condition can actually be- fulfitidd because in all real 
systems that we ean think of, even when ‘each. domain has a 
private address’ space, all address Spaces contain some 

| set of logical addresses in overlapping numerical ranges. 
Since the Linker is the first program needed in any domain, 
it is the first program to be mapped into any domain — 
address space: Hénce we. ‘can. impase ‘0 map its modules 
into the saine numerical logical addresses forall domain. 
address... spaces © except. the sacurity kernel address spade 
of course). This is pictured in figure + Mapping of. ‘the 
linker into logical address spaces would still have to 
happen once for each logical addvéss space created, but 
the, costly operation of fabricating the snapped links 
could be performed only once. These snapped links will 
be valid in all. domaing if the logical mapping on which . 
hey. are based is enforced in all. ‘domains. -We-will now 


F 


see how this can be done. | ere Bate 
The second question to be asked ies Spow can we link 
the linker modules together? The ‘above ‘digoussion has 


actually divided the task of linking the. linker modules 


ORY ho [tan 
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into two. We first must fabricate all necessary snapped | 
links on the basis of some fictive’ mapping” (to be | 
decided upon). We thén must enforce that mapping in each 
domain address space we create ‘and we must communicate 
the snapped links based on that mapping’ to ‘each’ new domain. 
‘We will now examine ‘these two steps in detail. | 
Fabricating the snapped link# is, as we already men- 

tioned, the task of a static linkér. “Sinée the snapped 
links must be fabricated before ‘any domain i's created 
around the kernel domain, the static linker must do its 
job before or during system initialization.  “Before* 
corresponds to the idéa of a bifider: “Daring” corresponds 
to that of a prelinker. The choice between the two is’ 
the same as in the case of thé seciirity Kernél initidliza- 
tion. As we have assumed the idea of the pralinker for 
the security kernel, it is all but natural to keep the. 

7 same idea for the linker. The flavor 6f the désign is 
of course to use the security kernel prelinker a: beoond | 
time (with some variations perhaps) to prelink the dynamic 
linker. This saves the trouble of writing and certifying 
another prelinker. Once the security kernel is prelinked, 
and just before capabilities to use the prelinker are dis-_ 
éavded: the initializer invokéb the preLinker again to 
prelink the future dynamic linker. The Following para- 


graphs will discuss step by step the operation of the — 
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wd E magpote of that 
oparation: have y iden saplications thet. he peelinking of. 
the kernel did not have. 

rn, preliaking & Link betweent | 
task is the yetrieval of the z ats 
_ to the target of the link. thas syibolic name 4 a stored 
somewhexe in the origine object of the Link. ‘stnce we 
0 ink #11 Links issyed from the Linker, all 
modules of the linker mat. be ay ed into the Seourity 
kerne], addsage space dering. tyet ” | initialization. | The 
 prelinker wil). then have the winsey te Giscover al 
. symbolic links. it must tranglate by. a methodical scan- 
| Bing of all wodules. of the inker seqeasible in the 

ssigiesaaes, fl MG Bm ard 
The second task to. be accomplished in | prelinking a 


2 HDL 


7 podates, ets first 
dic name corresponding | 


link is to, essch in the "file system” for the target 
| object somresponding to the syebolic Link being trans~ 


- lated. The nature of the "file, systen” in te @lementary 


enviroment of system. initialization is however question- 
able, Any dpaputing utility ingluées Some FSM to support 
a file syetem Guring normal | matte Bat. it is not 

obvious that in all comp wealit 
and the FSi ar6. initialised and | avatlabie & at the time 


the file System 


the prelinker is rue If they are, searching of a eeruse 


~49-— 


object can be achieved by the FSM. If they are not, the 
target object must be initially brought into the address 
space of the security kernel from whatever memory device 
is used to load amd start the system, otherwise it could 
not be accessed and identified by the prelinker. In the 
fateey case, searching is reduced to a simple scanning 
of all objects in the address space and will succeed 
when the right symbolic name is found. This of course 
implies that any potential target object, i.e. the linker 
and any security kernel gate it calls, be in the address 
space of the kernel. 

Finally we have to worry about mapping. Once the 
target object of a link has been identified, “a legical 
address must be obtained for it to build the link to it. 
The problem may seem trivial here since everything refer- 
enced by the linker and the linker itself is mapped in 
the current address space to start with. However, we 
must remember that whatever mapping we base the snapped 
links on will have to be enforced in all future domains. 
It may not be feasible or reasonable to map the linker 
and security kernel gates it calls into all address spaces 
at the addresses where they currently are in the kernel. 
In particular, we have mentioned that logical addresses in 
a domain are a form of capabilities for that domain. We 


have also mentioned that after initialization, the security 
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‘kernel will want to discard its own capabilities to ever 
~ again access the prelinker, this heang4t: has to unmep 
the prelinker from the- adéress: ‘epage-it currently sees. 
Along the same lines of thought, the Linker ie mapped in 
the esas aia mucsan' taicioncbons emai pre- 
linking. But ‘the linker is not not part of the security . 
kéenel . Hence the initialiver witl also umap it after. 
prelinking is completed. 
following problem. All objects we ere. inte 3 

currently mapped into the only ee 
this mapping is temporary and the Aitare: we ating: to be 
used in all domains other than the security kernel: demain 
+ by figure 3. 
This future mapping is of course thie “Eletive ee 


> we are facing the 


may be entirely different éc Seccdaeis 


discussed earlier. 


of eacti ‘Link it translates a: Togiear laddsens: ouitable for 
all future domains. © 

Let us’ now conclude the above discussion by deserib- 
ing the mapping function of tis prelinker. Pigure 4. 
illustrates this function. ‘tie ‘prelinkerases atid pro- 
gressively builds up two tables. “the fidtive. mapping 
' table contains a sat of entries of the form (legical 
address - unique identifier). “Each such entry defines 
the future logical address of the uniquely identified 
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figure 4: Prelinking the linkers*::: 
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object. Each time the prelinker snaps a link to a target 
object in the linker not already’ senigned a fistive log- 
ical address, it generates a ‘suitable fictive address 

and adds one entry to the: table: fer. that Object. The 
snapped links table contains snapped links already fabri- 
cated by the prelinker. Such snapped Links of course will 
be meaningful in all domains.as they are based on the 
fictive mapping which will be enforced in all domeias. 
Once all logical links issued from the linker are fabri-— 


- -Carbed, the prelinker task is completed. The security 


kernel can thus discard its own capabilities for the 
prelinker and the linker by dimallocating their addresses 
in the current address space. onty the two gables. built. 
by the prelinker remain in the address space of the 
security kernel. They will be used to drive the initiali- 
zation of each subsequently created domain.  ~" 

We have just described now the snapped Links of 
the linker could be genewated. - bea ‘remains to be demon~ 
strated how the fictive mapping on which they are based 
can be enforced in each new domain. Such a task is part 
of each domain initialization. + Tt is straightforward. 
Each time the security kernel oreates << new domain, it 
uses the fictive mapping table to drive the FSM and have 
it enforce the mapping in the new domain. Each entry of 
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the table is interpreted as a request from the new domain 
to: search the file system for’ the’ object’ iitquely iden- 
tified by the entry and to map it into the’ specified fic- 
tive logical address. After having done so for all 
entries, the fictive logical ‘adresses’ are actual valid 
‘logical addresses for thé hew ddémain:.: ‘thetf the security 
Kernel maps a copy of the snapped links table’ into’ the 
“new: domain’ address space. © Thiw Will FiNally enable’ ‘the 
linker ‘to properly operate in the new domain by using | 
‘the snapped links based on the now real mapping for that 
domain. , pee ee a ae 
“What we have achieved is providing @ach domain with 
an operational linker; ive. a pretinkea jinkér. ‘The 
first section of this chapter described how the’ security 
kernel could be initialized ‘without’ the feip‘of the dy- 


namic linker. ‘he’current section has @escribed how the 
dynamic linker could in turn-be initialized in‘‘tmch’ the | 
same way. A fictive mapping of thé linkér and’ some — 
security kernel gates ‘had to be genérated* during system 
initialization ‘and must be enforced ‘by thé #sm’ indepen- 
dently for each domain created durifg system operation. | 
Bach such domath’ then seas” thé {inkér’ arid’ relevant security 
kernel gates in its VSgicdl adaresd'spabs’” | Th ddddtion, 
each domain has a copy of the snappéd Tinks’ required by 


‘the linker to operate. Link faults G4n now safely occur 
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in such Gomains. This will be the topic in the next 
section. 


4. Link fault Bandling é 

So fax we have shown how to, initialize a security 
kernel without the help of a dynamic Linker.. _ We. then 
have shown how the security kernel can in. tura imitialize 
demonstrated how the operational. jinkex we pow. have in 
each domain can handle link faults without the. privileges 
it would have if it were in the security kernel. domain. 
As long as it was part of the security kexnel, the Linker 
had all the capabilities it wanted.to access faulting 
domain objects, target domain. ebjects, and amy object in 
general. We mow will show that the. constrained privileges 
_ available to the linker in the faulting. domain are still 
sufficient to guarantee proper aperation. Ma 

The first problem we will now discuss is that of 

invoking the linker in the faulting.dpmain. Suppose that 
an object being executed in some dgwain causes a link 
fault by attempting to reference. another, object through 
a untranslated symbolic link. This link faplt is an 
event recognized by the hardware of the system. As a 
result of the event, control must be given to the linker. 
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Some Faults cress violations for instance-are very sensi- 
tive ¢ events and ‘must. be handled ‘by> the ‘sécurity ‘kernel. 
Since ‘the processor recognizes’ ‘hardware events’ ‘themselves, 
but may not know about their naturé’ of ‘enedy sensitivity, 
it. is frequently necessary that all Faults’ be sorted by 
“the security kernel before being’ pabeet te" any other 
demain for handling. “Consequently, on’ a kink fault, the 
first program to be invoked ‘is the’ sédurity kernel. 
in turn has to invoke ‘the tinker in thie ‘tiutting: domains 
. Such action may seem ‘straightforward.’ “de security 
kernel could just call a ‘gate’ “into the faulting domain 
. and that gate ‘could in turn cal “thé ‘12nkér! © However, 
“ie we want to be absolute)y: ‘général, : ‘oak design mast fit 
systens which ‘support a very “Large ‘itimpér “se: doniains. In 
“that case, since any domain” isa “potantial’: ‘faulting ‘dcanin, 
the security kernel ‘needs to know’ about’ a’ “gate into each 
domain. But since domains and ‘gates ‘Gah’ be’ ‘Created 
and destroyed at will. during ‘system opération; | it is 
impossible to prelink tha kernéi’ to’ a’ “gate ‘into’ each 
| domain at system initialization’ time. "ite: we-must 
"find some means to enter the ‘faulting Admain’ without 
knowing about: any gate ‘into it. ‘Bnd We Snust-‘sometiow 
| invoke the. linker ‘in that domain" Mavy “aifterent 
solutions can be proposed. ‘to these: ee ares 


‘on ‘the details of a particular ays om. 
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a. computing utility always has a mechanism to transfer 
control from the security kexnel to ‘snother domain. without 
- knowing. anything, about that domain. 

We will anly mention one possible solution for the 
sake of completeness, but we dp not claim authorship for 
it and we ingist on the fact that aifferent avetens may 
require different mechanisms. Since the security kernel 
. Maintains and enforces protection, it usually has the 
power. to dynamically and temporarily force access to any 
object. in any domain if necessary. For instance, on 
many machines, the supervisor can reset the privileged 
mode bit at will. Consequently» even though the linker 
is not a gate. the security kernel can force control to 
jump ta the linker in the middle of a faulting domain. 
This solves the problem of entering the domain but we 
still have to. know where the linker is in that domain to 
jump to it. For that purpose: we can simply store the 
logical addresa of the linker at some conventional address 
in the faulting domain... Hence, on a Link fault, the | 
security kernel analyzes the machine status to determine 
the. faulting domain. It then looks up the logical 
address of the linker for that domain at the conventional 
address. and ferces tha control ta jump to ‘the linker in 
the faulting domain. Initialization of the conventional 


location is part of the domain creation operation. 
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This design has a side advantage. By changing the 


address of the linker in the conventional location, the 


«ai a 


subject executing in ‘the faulting domain can ‘define any 


other program to be its linker. It just, has to prelink 


its own linker with ‘the standard iinker Prior to changing 


the content of the conventional object. 


4 


Having described how the linker is ‘invoked in a link 


£ 


fault, our second topic will ‘be to denonstrate ‘that the 


symbolic Link which caused the fault can be. ‘snapped with 


‘only. the capabilities of ‘the ‘faulting “domain. — In ‘the 


earlier description of the operation ‘of. the linker, we 
identified three steps in the snapping of a Link: 
are Identification of the symbolic name ‘of the Link 
~'L gearch for and mapping of the taiget ‘object = 
corresponding to that name a 
ares ‘Translation of the symbolic Link into a enpEpes 
| link based on the previous mapping. : 
The first and third steps require exclusively access to 
he faulting domain because that is where ‘the “symbolic 
Link ‘and the mapped Link belong. The ‘target ‘object and 


the target domain do not contain any information about 


links directed towards them. “the linker has access to: 


the eeepc domain and can thus ‘handle steps one ana. 


three. If the target domain is ‘different. from the 
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faulting domain, the second step might require information 
enbedded in the target domain. However, searching and 
mapping are actually performed by eae ron in the security 
kernel. The security kernel can access information about 
any target object. Thus the linker just calls the FSM 
through a gate into the kernel. The FSM then searches 
for the target object, decides whether ‘the faulting | 
aes has the right to know about it, eventually ‘maps it 
into the faulting address » space aa returns a capability, 
i.e. the logical address of the target object, to the linker 
in the pa paigse domain. We will see ree the next chapter 
that in some systems, complementary information about the 
target object must nevertheless be extracted from the 
target domain. It will be shown then how this can be done. 

We finally discuss the third problem, neels return- 
ing control from the Linker to ‘the § faulting object 
The goal is: that the action of the dynamic linker be 
entirely transparent to the faulting object. The only 
noticeable difference in the environment is the now 
translated link. Apart from this, the | faulting objects 
expects ec find everything unchanged. 

The ‘machine registers must reflect the machine status 
just before the hardware fault occurred. For this purpose 
the linker needs to restore the status of the machine. 
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When the linker was invoked it received a pe Y the 
status of the machine to find out what caused the fault. 
Restoring this. ‘status in the machine registers must be an 
atomic. ‘operation to guarantee consistency ‘of ‘the status 
as a whole. It would be a “pee eE ii 4 violation ‘to allow 
any domain other ‘than: ‘the. heme’ ‘kernat ‘to. ‘Festors “the 
status ‘Se the. machine. ‘Restoring ‘the machine ‘status is 
done by copying data out of gg eee into the machine 
registers. If any dounin- could perform such an operation 
tf could net the machine status ‘to ‘a fae Yeflecting 

a “subject in some other domain. this would be ‘equivalent 
‘to jumping right in the ‘middie Of" a domain” ‘wid ‘by-passing 
‘the entire protection “mechanism.” | dence testoring ‘the: 


machine status, requires gecurity kernel ‘priviteges which 


the linker does not have. The “en ‘solution ‘ts to have 


. the ‘Linker | call ‘the. security kernel. A ‘gate ‘must be 


installed in ‘the security ‘kernel for “that purpose. “The 
gate will examine ‘the machine “abataa® ‘te ‘Ts! “asked to - 
restore. Tf and when properly “validated, “the eee 
status ‘is restored and control ‘Jumpa ‘back ‘to where ‘the 


fault. occurred” in ‘the faulting object.” ‘Yaliaation ‘of the 


I ay 


machine status ‘to be restored aust PRS SETE SS what domain 


is “aefined by the machine status, “and verity. that that 


AE 


domain is the ‘faulting “domain. “Again, ‘the iatter mech- 


anism described is one among “several ‘possible ‘designs 
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of a featyre of general interest which any computing 


| utility supports under Some, form. in many cases, the 


simple fact of trying to restore the machine status from 


_ the faulting domain causes control to switch to privileged 


_ mode in the supervisor. - The restore instruction itself is 


the return gate. Again we go not lain authorship for 


(the mechanisms just described. _ 


5. Cross domain problens 


_ ‘The fixat two sections of this chapter | have discussed 


the initialisation of the security kernel and of the: 


dynamic linker. The previous | section as then discussed 


_ the handling of link faults by the operational Linker. 


The design may therefore seen complete. It is not. We 
will now discuss a hidden problea which we have only 
indirectly approached and carefully avoided mentioning 
so far. The problem is directly related to the multi- 
domain aspact of the computing utility. ‘It is a problen 
of general interest which existe, in any multi-domain 
computing utility. ‘Our research came across it and | 
uncovered it for ‘the first time. ; ve believe that it may 
have been solved in particular gases almost by accident. 
In general, ait has been ignored. Hence we will propose 


a general solution for it. 
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The linker is invoked on a link fault and completes 
its task by asking the security kernel to restore the 
machine status. It is not properly speaking called by 
‘the faulting object and does not properly return to that 
object. It takes no "input" or "output" arguments. 
Instead the objects it receives to work on are defined 
by the machine status automatically saved by the security 
kernel and the result of its computation is a snapped link 
The question we will now discuss is where does the linker 
store the snapped link so that the faulting object can 
later retrieve it? Or in other words, what is the 
nature of a logical link? 

In a computing utility where information sharing is 
a fundamental objective, special care must be taken to 
Organize the sharing of program modules. In order to 
operate, a program requires working storage to store and 
retrieve data. One usually distinguishes three kinds of 
working storage: in a PL/1l environment, these classes 
or types are known as external, internal static and 
automatic storage. Data modules or data objects as we 
referred to them in the thesis are examples of external 
storage. Many programs can refer to a particular piece 
of external storage. That piece is external to each pro- 


gram.and shared by all. External storage can be created 
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ox destroyed at any time and can exist as long as desired. 
Automatic storage on the other hand belongs to a given 
Program, is not shared, is created . when the program is 


q ‘Fe 


idyartion eaaneie JA ntact ‘ieee: ae an, Algol Pecos 
is a typical example of automatic storage. . Internal 
static storage shares features of automatic. and of ... 
external storage, Like automatic storage it is private 
to qne program and not shareable, Like external storage, 
its life time can be more than just one. invocation of the 
program. Internal static storage by. definition ig allocated 
to a program when that program ig invoked.for. the first 
time in a domain, and is dea! d..only. when the domain is 
destroyed. In other words arent Static storage con- 
tinues to exist. hetween invocations of. program. as long 
as the domain which contains it exits. Going back to the 
problem af information sharing in a computing utility, it 
is clear that procedure code (proyided it ia pure). can be 
shared by different subjects in different domains. 


- with 


Similarily,. external storage, can be shared, perhaps 
some precautions: sharing external, Storage allows, sharing 
data. However, it maybe desixable not to share, internal 
static, and it is certainly desirable. not to. share. auto- 


Matic storage. Let us consider the case of internal 
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static storage. Sharing internal. static storage. may lead 
to. conflicts since subjects in different: domains. may carry 
on different. computations with the same:precedure. ‘Thus 
mutual: protection and: independence:.of :demains..wiil in. 


such cases require different static storage: ateas to be 


allocated in .each domain where. a: proceduse is currently 
used. We will asaume such :a case-in:the following dis- 


cussion and. will propose a design whith-allocates static 


--sterage ona per domain. basis. -It- should now be clear 
-. that.a gnapped, link is a typical example of an internal 
static information item, It is meaningful only in a. 


given domain: during. the existence of:..that:domain. © Hence 


in each domain where : some: procedure: objeck«is..currentiy 


_ used, an instance of each link issued: from: the procedure 


is stored in the static. storage:.area assigned: to that 
procedure in that domain.. The set ofall: dinks issued 
from a procedure is referred to as the. linkage: section 
of the procedure. .Thus, an instance:of:ithe: dinkage 
section ofa iprogedure..cxiats ineach-static:storage. . 
area assigned to that procedure in the:domains. where it 


is cuxrently used. -Both the linker and the: procedure can 


_ Ketreive the appropriate linkage :section-agcerding. to some 


system wide -convention whichis. left. to::the: dtscretion 


of the designers of the system. 
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The hidden problem we mentioned earlier is that of 
deciding how static storage should be allocated when a 
procedure is about to be used for the first time by some 
subject in some demain. Often this task ie left to the 
dynamic linker. Such awkward design reenlits in a major 
‘protection violation instance. We will now-discuss why 
and propose a correct design. 

Clearly we do not want to allocate static storage for 
all programs executable in a given domain when we initialize 
that. domain: it is impossible to scan the whole file system — 
to find all procedures executable in thesdomain and. allo- 
cate static storage for them; it is. simply impossible: to 
know in advance about. all procedures executabie in the 
domain because of the dynamic aspect of the file system. 

On the other hand we want to be certain that when a pro- 
gram is invoked for the first time in.a given dommin,. 
static storage is already allocated for its linkage sec- 
tion so that the executing subject. canlook it up when it 
needs to follow:a link to some: external abject. 

The first solution which comes: to the mind is to allocate 

the space when the object is invoked for the first tine, 
On the assumption that all objects are: invoked by symbolic 
names and given that. all symbolic links. are handled by the 
linker, we conclude that the linker shoald akFocate static 
storage when it discovers it is snapping a link to a tar- 


get object which has not yet any static storage in the 


\ 
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target domain. Although this seems to bea clean solution, 
it violates protection,. Indeed,: if, a- subject, could get the 
logical address GPa tabget object. by guessing it or by 
appropriatecalls to. the security kernel, .it. might call 
that object directly by logical. address.apd: not by aym- 
bolic name. In doing so, it will by-pass the linker and 
will end up executing an object:.which has: not been pro- 
vided with static sterage;, this. is likely to: terminate 
the life of the subject... Protection. wige: it.ds perfectly 
legal as long as the subject hurts. .only.itself.in the — 
current domain. But if the target object. the subject was 
calling is a gate into another, domain,- by-passing the 
linker could cause damage to the. target. domain. by not 
initializing some static storage. as, expegted... This of 
course is a violation of the protection, ef the other 
domain. In addition, having. the linker. in. the faulting 
domain allocate storage in the target.domain could be 
very hard to achieve. 

_ The second solution which comes to:the!.mind and 
_ seems perhaps easier to implemeat is to make: static stor- 
age allocation a function of the FSM. Since using a pro- 
cedure in a domain requires mapping it into the address 
space of that domain, the FSM is: guaranteed:to be invoked 


for. any procedure each time that procedure is used ina 
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' @ifferent domain. Thue the FSM cauld at that time allocate 
static atorage to that procedure in the appropriate domain. ° 
The FSM is mora likely than the linker to have the capa- 
bilities to do so. However this design also violates pro- 
tection. Since the linker invokes the FSM, by symbolically 
referencing witheut even invoking all gates into a domain B, 
a domain A could create a mass of link faults causing static 
storage to be allocated to each gate into damain B. Such 
mass allocation could overflow the storage available in 
domain B thereby violating its protection since it would 
have been triggered by domain A. 

Ag our research naturally came across the question 
of static storage alloeation, the above: problem was uncov~ 
ered. Obviously anether solution had to be proposed 
which would solve the protection problem. In addition, it 
was felt that static storage allocation did not functionally 
belong. to the dynamic linker to start with. Thus a correct 
design, but also a much cleaner and more efficient design 
is proposed hereafter. It is based: on the fact that static 
storage alloeation is triggered by the domain itself where 
it must be allocated. Thus no protection violation is 
possible. | 

When execution of a procedure object starta, the sub- 
ject must, according to the system convention already men- 


tioned, retrieve the linkage section of the object in the 
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current domain. We suggest that this search generate a 
hardware internal ‘statié storage fault ~(I8s' fault) when 
and if it fails. This 188 favit showlf‘be handled by ‘the 
system in a manner very similar to a link fault. It 
should be passed to the faulting domain. Analysis of the 
machine-status would tell’ which ‘object requires static 
storage to be allocated. Static storige would be’ created 
in thé faulting ‘domain for that: faulting Gbject. After the 
machine status is véstored, the eubsdet! would Hucces#fully 
retry the search. Of course judt’-like the Linker ‘had to 
be prelinked; the static storage allocater aust have its 
static storage allocated ‘at’ d0main inttiatigetion to’ be 
operational. tin 

The design we ‘have just proposed ‘guarantees the pro- 
tection of all domains because stati? ‘storage allocation 
is madé independent of a@ynamic Dinking. ~ Hence allocation 
is no more triggered by the execution of 4 random untrus- 
ted object, but by-the execution o£ the object itself 
which necds @tatic storage. Whe design stdtis From the 
simple fact that: no object, and partiGularly no gate into 
any domain, can depend ona caller agtirii‘Ko perform any 
task in general, ‘static -storagé’ allocation in particular. 

Given that -linke are pér domain ‘static items, it is 
now clear why the security kernel must communicate a copy 


of the linker links independently to each domain it 
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creates. This copy is installed in the static storage 
area of the linker in that domain. 


6. Summary 

This chapter has attempted to preaent a complete 
design of a dynamic linker running ovbeide the security 
kernel of a computing utility... Four main problems. have 
been distinguished. It has bean demonstrated first that 
the security kernel could be made operational without the 
help of a dynamic, linker. It has been shown that the 
dynamic linker could be made availabie .in..all domains 
while being prelinked only once. It has then. heen 
explained how the linker. handles.link faults. Finally, the 
hidden although fundamental preblen of static storage 
This 


allocation in a multidomain system wes discussed. 
following chapter will illustxate the usg.of the computing 
utility model and the principles of the design. by identi- 
fying the components of the model. to those of a real world 
system and applying the design to that system. Concluding 
remarks on the actual implementation will convince the 
reader of the feasibility and usefulness of the design. 
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Iv. Implementation 
1. General 
In developing our thesis we have first discussed a 
ai “EN StS 


computing utility model which enabled us to give. a formal 


description of the operation of a ‘dynamic. gaa In a 


second stage we have presented and discussed in terms of the 


the model the general design features of a . computing ueii= 


ity where the dynamic linker is ‘executed outside the 
security kernel domain. We weds now build a the ‘third 
level of the thesis. This level consists in demonstra- 
ting the rede te ty of the proposed design by describing 
and analyzing the details of its implementation on a sean 
world computing utility. y . 

The Multics system has been chosen as a test case for 
the implementation. The Multics system as- 18) is a com- 
mercial computing MENSA RY developed jointly by ihe 
Massachusetts Institute of Technology and Honeywell Infor- 
mation System: Inc. It is supported by the Honeywell 6180. 
computer systen. It implements, a ‘powerful virtual memory 


eee eee 


time shereed systen with extensive information sharing 


rns 


facilities. In addition to being easily available for 


we. 


this research, Multics was a very interesting test case 


ae 


for our daneca: 


Firstly, Multics was designed with protection of 
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information as an initial objective. Protection has influ- 
enced almost all of its design features. Protection 
mechanisms are embedded in most of the functions available 
on Multics. ‘Even the hardware of the 6180 processor was 
designed to support the concept of domain (15). 

“Secondly, a recent project has been launched with the 
objective of defining and auditing the security kernel of 
Multics to certify the correctness of ihe protection 
mechanism. Since the dynamic linker of Multics was 
initially designed to be executed in the security kernel 
environment, the present research matched exactly the 
objectives of the certification project. 

Finally, the protection mechanism of Multics matches 
very Closely the domain protection model as described 
earlier. Hence there is a direct parallel between the 
description of the domain based design and ite implemen- 
tation. 

We will divide the discussion of the implementation 
into four parts. The following two sections will at the 
same time briefly describe the general design features of 
Multics and mater the real system conpcnen=* with the con- 
cepts of the computing utility model described earlier. 
The next section will then talk about a dynamic linking 


gpediéteatiow:én Multics to familiarize the reader with 
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the nature of the functions which the dynamic linker is 
expected to support. The remaining sections will, present 
_ the reader with a discussion of the tap Lemshitation of the 
| dynamic linker. Emphasis will be put on the discussion 
of selected specific ‘problens ‘encouiteted/ by: t thle imple- 
mentation. We do not claim that the problem’. tp be discussed 
constitute an exhaustive list™ of all: problens which the 
implementation faced. Out of the” soatt ‘list of prob- 
lems encountered during the implementation, | we thave 
carefully selected specific problems which we believe are 
instances of more.general problene. shat apy-dedigner is 
bound to face on any computing utility, antes some form or 
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2. Information Protection in Multics 

The equivaient: ae: a domain in-Muities. 4s a ring (15, 
18). Rings can be viewell' as a set of domains with a 
linearly nested ordering “of privileges. The get of capa- 
bilities of, any given ring. is 2 subset of the. capabilities 
in the next “most! pekvileysi’ ‘ing, aa°  pibreouhtea” in 
figure 5. The 6180 hardware processor supports up to 
eight rings for each user. The eight rings are numbered 


from 0 to 7 by decreasing order of privileges. Because 


every ring has at least the capabilities of the next 


erent te Rae apes, 
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Figure 5: Multics protection rings. 


ring 1 


ring 0 


(Brackets indicate the scope of capabilities 
available in the different rings.) 
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higher numbered ring the concept of gate exists only in 
the dowiward @irection of cross*ring tlis: * A’ Bubject 
‘executing! in’ ting n’ must* ask tntzy peti sibiol ‘to a gate 
df he wants t® obtain‘the extra capabliities of-ring m 
(i @inaller tha#'h): On the othér‘ hand; ‘&* Wubject execu- 
ting din’ ritig mand willing 6° move to’ #ing i (again m 
“< gihaller than’ n) can freely aoBo. ‘Phd! daea ‘of a gater 
ant Ping A for ring’m is°irrelévant. @8°!* #85 

All users Uprtedumably) ° trust! the’ seebtity® kernel more 
than their own programs which’ may Contain bigs” capable of 
causing trouble. In turn they probably trust their own 
programs more than other user's’ piddrat 42 pREs relative 
ord@ring of’ progPatistah be supe? impede’ td‘ the relative 
ordering Of ritigs- Bince the secrity kethel is’ by 
nature the most trastworthy’ set of piograiis? it’ ts designed 
| te be® executé@a -in’ £éng°0s Bet! 1b mist 66 isctatda’ in 
this ring’ from everything efsé°in’the anvifonment. Hence 
the rest“of the super¢igsor’shéula *B&é Pejscted to’ ring 1. 
"Perhaps programs “undai deve lopmait ‘Pts detisttive ‘pro- 
* grams “of “the - iaaalesi ‘shotl€ be” “Eee tea” ¥n “ting 2. 
shtiybethg #ttidfed: 2" Gde¥“prégéams ,* 
Gomhahiad, “cotiptie?s ‘and ‘éthertosteafrectiyfekated ‘to 
the -activris Of tisérs ‘cari Be“ éRéctitéa ‘Lf ringw°3, 4 and 5. 
The normal ‘dase ‘is aang AL ad ee té‘éxecute 
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protected subsystems in ring 3 on the assumption that 
everything in rings below 3 is. trusted and will not gsub- 
vert the subsystem in ring 3. A user can also test un- 
trusted programs in ring 5. Rings 6 and 7. are absolutely 
virgin: no function of the operating system is available 
there. They initially have no capabilities for any gate 
into lower rings. Hence a user may use these two rings 
to install any two-ring syste he wants and keep it en- 


tirely within his control. 


3. Information Storage in Multics 

The Multics equivalent of a. gpbject is a process. A 
process is defined by a site of execution and a logical 
address space. Each process has, its own address . space. 
A process is the entity representing a user in the machine. 

The address space seen by. a user in a two-dimensional 
virtual memory .of very large capacity (15). Along one 
dimension the memory is partitioned into segments addressed 
by their order number, Along the other dimension, it is 
addressed by word. Hence the logigal.agddress of an object 
in this virtual memory is of the form (s,w) where s is a 
segment number and w a word number in that segment. The 
format of such references limits the size.of the virtual 


memory to 256 K segments X 256 K words. 
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Multics file system is a tree-structured hierarchy of 
catalogs. Catalogs are eatied directories. The leaves 
of the tree are called segments. A segment is the equiv-_ 
alent of a collection of objects in our model. An atomic 
object is an entry in a segment. Directories are also 
atomic objects. The unique identifier of a directory is 
the tree-name of the directory. The unique identifier of 
a segment is the tree name of the parent directory concat- 
enated with the symbolic name of the segment. Directories 
and segments of the file system are of course mapped into 
segments of the virtual memory when shay are used. Such 
mapping is supported by the FSM. 

The security kernel of the operating system is 
shared by all users. Since it is the very first thing 
which has to be operational in any process, it is the 
first thing to be mapped into any process address space. 
Hence the security kernel always occupies the same loca- 
tions of the virtual memory of each process. Furthermore, 


all rings in a process share the same address space. 


4. Dynamic linking in Multics 
The previous two sections have established a parallel 
between the Multics system and the computing utility model 


of the thesis. Our second step towards the discussion of 
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the implementation will be the statement of dynamic link- 
ing specifications in Multics. : . | 
The arti oe system eoppes te various high-level 

languages but was initially aewigued to ) support PL/1. 

Most of the system programs of Multics até written in 

PL/1. As the address space of a Multics process is two- 
dimensional it was both easy arid desirable to have a two- 
dimensional name space for PL/1l symbolic names. An object 
symbolic name or entry name is (of the form peevasinb ant xynams 
where segname is the symbolic name of the seg- | 

ment containing the entry and entryname is the symbolic 
name of the word offset where the entry is located in 

the segment. Se! 

Given a source program (or source segment) any com- 

piler generates an object program (or abject sequent) 
which contains three sections as described in figure 6. 
The last section contains the pure. executable code” of the 
program. The definition section contains on one hand the 
list.of entry names and word offsets of all entries in the 
object segment. On the other hand it. contains the list of 
all names of entries into external object segments which 
this object segment may reference. Finally there » is the 
virgin linkage section. We insist on the word virgin 


which is used to distinguish the present type of linkage 
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Figure 6: Multics object segments. 
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section from a non virgin linkage section which will be 
derived from the virgin one and is in the static storage 
area as described in the thesis. The virgin linkage sec- 
tion always remains virgin and. is sharable. For each ex- 
ternal object. referenced in the source program, a link is 
inserted in the virgin linkage section. 

A link is a triple (s,w,f). (B,w) is a  Jogiéal 
address as defined eaviies and f isi'a flag. In a symbolic 
link, the flag is always a bit pattprn indicating that 
(s,w) is invalid. Attempting to use (s,w) as such will 
cause a link fault. At this point (s,w) somehow points 
to the symbolic name associated with the link, in the 

definition. section and not to the target object of ine. 
link. ‘When the object segment is first executed in a 
“ring; static Btorage is allocated for it in that ring. 
The virgin linkage section is copied into the static stor- 
age area yielding a non-virgin linkage section. The 
address of the non-virgin linkage section is stored in a 
conventional location where an executing process can 
always retrieve it when it uses the object segment. When 
execution encounters a reference to an external object, 
the linkage section address is used to look up the corre- 
sponding link. This triggers the hardware fault since 


(f) is set. As a result of it, the linker will snap the 
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link by replacing the iavanin es w) by the/ valid address 
of the object corresponding to the entry ahone witch 
caused the fault. The fault flag (£) will be cima off . 
“to indigate the validity of (s;w). We agua (hawe & snapped 
link to chentuccet entry. If and when the} same link is; 
used again in the future by the same user process, no 
more linkage fault will be Rewer eae TO parity the above | * 


ae! 
discussion, ‘the situation is pictuke in. cr ure "7." 


In view of thé: anova deaetiztion, awe | pannow present 
a simplified basic functional -bieck diagram-of-the- 
dynamic linker (see figure 8). Ona link fault caused by 
object A (see figure 7) *the '@ynamie 'ténking aeiee is 
invoked. It analyzes the machine status to determine 
which link caused the’ liikagé® faul¢2 ‘ABy follgwind the 

. pointer (s,w) currently in the symbolic link, the Linker 
finds the sylibélic name B §$ b correpsonding to that link 
in the definition section of the faulting object: a. ee 
then passes name B to the segment search dpiver. the’ 
segment — search driver tries a set of seayh FUTes “Tatzec- 
tory treenamps) on the FSM until the FS finds B in one 
of the directories. The FSM then maps B into the address 
space of the faulting process and yeturns the segment wi 
number s of B to the search” ariver which in-tunr-retums 


it to the linking deiver. © The: Linking, Aytver| enen passes 
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Flgure 7: Dynamic linking 
on Multics 
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Figure 8: Functional diagram of the 
Multics dynamic linker. 
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the segment number s and the name b to the entry search 
driver. This one scans the definition section. of segment 
numbered s (i.e. B) until it finds the name b. It then 
returns the offset w of bin B to the linking driver. 

The dynamic linking driver finally replaces the address 
(s,w) in the symbolic link by the ada@dress (6,w) of B $D 
and turns off the flag (f) to-make the link a snapped 
link. The machine status can then be restored and 
execution can proceed. : | | 

We do insist on the fact that the above description 

is a simplified strictly functional definition of the : 
linker. In no. way should it be assumed that the linker 
contains only three modules and that linking happens as. 
naturally as we described it. In the course of this 
chapter we will progressively complicate the description 
we have just given and discuss the problems encountered 
‘by the implementation. This section concludes the 
descriptive part ofthe chapter. We will now apply our 
design to Multics and present selected aspects of the 


implementation. 


5. Initialization 
In this first section about the implementation of 


the design, we will outline how the security kernel and 
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the linker are initialized. This outline will be brief 
because no particular problem was encountered. The im- 
plementation of the design was relatively straightforward. 
The Multics system is initialized by a dedicated 
initializer process. All modules of the security kernel 
are loaded into the system from a generation tape. 
Immediately after the loading, the virtual memory address- 
ing mechanism is initialized so that the initializer pro- 
cess sees a regular virtual memory with the restriction 
that the capacity of that virtual memory is temporarily 
constrained to that of the real memory. A prelinker is 
then invoked to link together all modules of the security 
kernel which are read in from the tape. After the pre- 
linker is run, miscellaneous initialization tasks are 
performed. When the security kernel is entirely opera-~ 
tional, the prelinker, as well as other initialization 
programs are unmapped and thrown out of the addressable 
space. We have described this mechanism for the sake of 
completeness. However it existed before we implemented 
our design. We used it as a basis for our implementation. 
We now turn our attention to the initialization of 
the linker. Since the security kernel is initialized by 
a prelinker, it is all but natural to use the same pre- 
linker a second time to initialize the linker. Actually 


the implementation uses a hybrid technique involving both 
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a binder and a prelinker. Multics provides its users with 
a binder of which the goal is to take several object seg- 
ments and to merge them into one whi¢h has only one. text 
section, one definition section an@ one virgin linkage 
section. Of course any link between the original dis- 
tinct object segments submitted to the binder are directly 
translated into relative offsets’ within the resulting bound 
. object segment. The binder was used to bind together the 
modules of the linker, i.e. the modules: inside the main 
box of figure 8. Consequently the only links issued from the 
bound linker, which the bindet could not translate are 
links to the FSM and links to external data bases. Notice 
that figure 8 shows only one link to the ‘PSM. Im reality 
there are several such links. As we said earlier figure 8 
is only a simplified ‘functional diagram. To be more 
accurate too, the links to the FSM are actually links to 
ring 0 gates since the FSM is in the security kernel and 
is accessible only through these gates. Also the links 

to external data bases are not représented in figure 8. 
The external data bases are error code tables arid system 
data tables. They are used by the linker but are not 
really part of it and do certainly not belong in its 

_ functional diagram. 

The task of the prelinker is thus to snap the links 


from the bound linker to the external data bases and to 
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the SECUELEY kernel neces. The Qperatsor of the prelinker 


matches exactly that “described in ‘the ‘general ‘cage. Since 


the prelinker ‘does ‘not know about’ any ‘file’ ‘system, “(even 


though the bound Linker, the ‘external ata ‘bases and ‘the 
security kernel gates are catalogued in ‘the file ‘system 


and ‘stored on secondarymemory) a “copy of "Gach: module must 


‘be ‘ioaded “into the “initializer address space “from ‘the 


system generation tape. " The bound Linker is loaded with 


attributes such that it does St “get prelinked as a ‘module 


of the kernel. Instead when the. kernel ig initialized 


and just before it throws the prelinker out of its address 


space, it invokes the prelinker a second time to prelink 


‘the bound linker. The prelinker builds a fictive mapping 


table and a snapped links table as statéa in the general 


design. In the particular ‘case of “pultics, ‘the snapped 


‘links table is simply a copy of the virgin linkage section 


of the bound linker where all symbolic inks are replaced 
by snapped links reflecting the fictive mapping. The 
fictive mapping table ‘is a ittéle ‘aéré ‘thteresting. “Since 
there is only one address space per process ‘common to all 


rings instead of one pér procéss and per ring, the reader 


may wonder why a fictive mapping ¢ of the inker;” ‘the data 


bases and security, kernel gates is necessary. ‘Couldn' t. 


they just stay where they are? ohe answer is “negative 


m2 
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because of the peculiar way the security kernel is mapped 

_ into each process address space. It is a convention that 

all segments which are part of ‘the ‘security kernel during 
regular epexation are - mapped into ‘the iqwest segment - 
numbers of each process address space. Hence all lowest 
segment numbers are reserved for the kernel. and constitute 
some sort of private address space. No such segment 
number is ever used outside the kemel. Hence, even 
though the Linker, the external data bases and the security 
kernel gates are in the address _ Space during, initialization, 
they must be remapped into higher segment numbers for the 
higher numbered rings. ‘That fictive mapping will be valid 
for all rings (1 to 7) of all processes. To gumarize the 
problem, although the address space of a process ig common 
to all rings, a fictive mapping must be installed by the 
prelinker because some specific rule cute a piece out of 
the process” address space and turns it into what may be 
regarded as a private kernel addregs space. ‘If this rule 
did not exist, clearly, — the initial mapping could be 
kept and be the final real mapping. After the two. tables 
are generated, the security kernel throws away its capa- 
bilities to access: the prelinker, ‘the linker and the ex- 
ternal data bases by simply Geallocating their current 


segment numbers. Remember that the linker and the data 
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bases are still stored in the file system on secondary 
memory, so that the system can retrieve them there later 
on when they will be needed. Of course the two tables 
built by the prelinker may not be thrown away. Since 
they will be used throughout the life of the system each 
time a ring is created, they must remain permanently in 
the address space of the kernel. 

We finally come to discussing the task of enforcing 
the fictive mapping. This task is also straightforward 
and identical to the general design. In order to operate 
correctly, Multics object segments need a static storage 
area and an automatic storage area. Automatic storage 
is allocated in a special segment called the stack. This 
segment is used as an Algol call stack. Static storage 
is allocated in a special segment called the combined 
linkage segment (cls). There exists one stack and one 
cls per ring and per process. There exists a system 
wide convention stating that the stack of a given ring 
always occupies the same segment number in the address 
space of any process. This enables any process to find 
the right stack in the right ring. Each stack header 
contains (conventional) the address of the cls for the 
same ring. This enables any process to retrieve the 
right cls for the right ring. Given these two conven- 


tions, it is clear that no process will ever be able to 
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touch its cls in a ring before it touches its stack in 
that ring. Hence the convention is that when the process 
uses its stack segment number for the first time, a hard- 
ware fault occurs which is interpreted as a ring initiali- 
zation fault and triggers action of the kernel to initialize 
the ring. When the stack and the cls for that ring are 
initialized, the kernel invokes the FSM. As stated in the 
general design, the FSM uses the fictive mapping table 
prepared by the prelinker to map the linker, the external 
data bases and the security kernel gates in the process 
address space. Finally the kernel copies the snapped 
links table built by the prelinker into the cls just 
fabricated for the new ring. Control is then restored 
into the new ring. The linker has been mapped into the 
address space and its non-virgin linkage section contain- 
ing only snapped links exists in the cls of the new ring. 
Thus the linker is operational in that ring. 

The last question which needs perhaps a brief comment 
is why do we need to invoke the FSM each time a ring is 
initialized in a process? Doing so for the first ring 
should be enough since the address space in which the FSM 
enforces the fictive mapping is the same for all other 
rings. Our implementation is justified by an aspect of 


the Multics virtual memory. In mapping a segment into a 
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segment number, one needs to specify the unique identifier 
of the segment and the ring on’ behalf’ of’ which the mapping 
is done. Once the bound linker for instatice’ is mapped into 
its final address for one ring all rings will gee the | 
address occupied but it will not bé meaningful to them 
until they also require the linker to be’ mapped there on 
their behalf. | ; eee ae ke a 

- This discussion completés the section on initialization 
of the kernel and of the Linker.’ It'has’ been’ demonstrated 
that straightforward implementation of the design was 
‘possible on a computing utility like Multics. No major 
problem and no particularly interestitig issue was raised 
so far. Now we have shown how to imp¥enientt an operational 
linker, we will ptoceéd by showing how ‘to invoke it in the 
faulting ring on a link fault. 


6. Fault Handling 

‘We have shown how the Multics dynamic liftker was 
made operational in * ring. Our next stép is t ‘show how 
link faults are passed to it and how it can return control , 
to the faulting ‘object: “Againthis “can ‘td “tone by a 
straightforward application of the design, using pre- 
existing mechanisms. — i 

All faults on Muitics are intérceptéd By a special 


module of the kernel. This module existéd already in the © 
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initial version of Multics and its purpose is to analyze 
and sort faults. Just a few lines of code had to be 
modified so that. link. faults would be directed to a sig- 
nalling module instead of being, directed to a ring 0. 
linker. The signalling, module of the kernel existed as 
well in the initial version of Multics. It is alresdy 
used to signal events. other than link faults in outer 
rings. Because of the hierarchy of rings, the security 
kernel and the signalling module in particular can access 
any object in. a higher numbered’ ring and can switch the 
ring af execution of a process. — These privileges are 
exploited to gignal a link fault. . When, the signalling 
module receives a copy of the machina. atatus saved by 
the fault interceptor module, it analyses it to determine 


the number of the faulting ring, and the gavwant number 

of the stack used at fault time. It, then ,makes a stack 
frame for itaelf on that stack and copies into it the 
machine status. It copies as well a return address to 

be used by the linker. It finally switches ring of execu- 
tion and calls the linker. The addxess of the linker is 
found in the stack header (conventiona}). This address 
must be set at ring initialization and may be changed by 
the pracess if it wants to defing,another linker of its 


own in that ring. 
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Let us assume for a moment that we iow how the 
linker itself works and suppose that it has snapped the 
faulting link and wants to restore control to the faulting 
object. The linker simply returns to the signalling module 
in the current ring. The signalling procedure then calls 
a gate into the kernel. The purpose of this gate is to 
validate the machine geakus returned to it by the signaller 
and to restore it. Validation simply consists in verifying 
that the status reflects a ring of execution not lower 
than the faulting ring. This is to make sure that the 
linker which handled the status in the faulting ring did 
not maliciously set it so that control would be restored 
in a lower numbered ring than the faulting ring, which 
of course violates protection. The gate then destroys 
the signalling stack frame in the faulting ring to make 
the stack look as if nothing had happened. Restoring the 
status is finally done in one indivisible hardware in- 
struction which reloads all the machine registers, thereby 


forcing control back into the formerly faulting object. 


Ts The dynamic linker 
The last two sections have discussed respectively 
the prelinking of the linker and the handling of link 


faults. It remains to be demonstrated how the linker 
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itself can be implemented to translate links properly. So 
far the implementation did not encounter any major problem 
or any operation of outstanding interest. “In this section 
we will only very briefly outline the implementation as 
a whole and then. concentrate on selected interesting fea- 
tures of the Multies system of which the: implementation 
cannot be derived directly from the giobal design princi- 
Ples. As we mentioned it before, these: selected topics 
are only instances of broader problems which any designer 
would face in any computing utility perhaps under differ- 
ent aspects. 

The starting poine of the implementation is the 
block diagram of.figure 8. The bagie dynamic iinker is 
programmed according to the functional specifications of 
that diagram. This basic linker contains.a.dezen inde- 
pendent program modules. -Once compiled, the resulting 
object segments are bound together by: the binder. A 


bound object segment results which oontains: about forty 


links to data bases and kernel gates and can itself be 
invoked through about fifteen different ientries; one of 
which is the main link translation entry used for link 
faults. , 

On top of this basic linker we wili now progressively 
add other features, functional boxes and specifications 


as we go about discussing specific implementation problems. 
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a. Implementation of peripheral features 

Let us first turn our attention to the question of 
static storage allocation. As we mentioned it in the 
chapter about the global dasign;, st&tic-stérage? allocation 
is a general problem which must be solved in any computing 
utility. The wrong way of solving it! i6' td leave it in 
the responsibility of the linker. One coerect_ way to solve 
it is to install a hardware fault which wp called the ISSF. 
When a process. attempts to get a hola of, the address of 
the static storage’ (non-virgin Linkage wevtioh) 'of the 
priogram it is-executing and if that storage ts fot yet 
allocated, a ISSF occurs which’ ‘triggers storage allocation. 
The old design of the Multics dynamic Linker was such, that 
static storage. “allocation was part of the inket task 


(aee figure 9). *- ‘On snapping a link, thie? yh 


driver used’ to” “always verify that the” ‘taYget SF the Link 
did have static ‘storage in the target xing. As stated 

in the thesis, this design violates protection because a 
target object in a target ring cannot depend on a fauiting 
object in a faulting ring to use the linker and allocate 
static storage where appropriate. In addition, even if 
this was not a protection violation, it would simply be 
impossible for the new linker in a faulting ring to 


allocate space in a target ring if the target ring is 
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Figure 9: Old Multics dynamic linker. 
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lower than the faulting ring. This was possible in the old 
design because the linker was in the security kernel and 
could access any ring. 

Consequently we have proposed to implement a hardware 
ISSF as described, such that dynamic: linking and static 
storage allocation are functionally distinct. Yet there 
is still one advantage in keeping them physically together 
(see-figure 10). Keeping dvnanie: Vinkine and static stor- 
age allocation physically together means keeping them in 
the same bound object segment, the bound linker. Thus 
they are prelinked and initialized together at the same © 
time. Adding the static storage box in figure 10 increases 
the complexity of the dynamic linker but does not increase 
the complexity or modify the design of prelinking and ring 
initialization. 

The operation of the linker is thus. as follows. 
Assume object A in ring 4 wants to invoke gate B in ring 
3. Whether A invokes B by symbolic name (link fault) or 
directly by its address it happened to already know is 
irrelevant. When execution moves to the target segment B 
in ring 3, as soon as segment B tries to find a presumably 
unallocated static storage, an ISSF occurs which results 
in the linker (static storage allocator part) to be 


invoked in ring 3. Allocation can and will thus safely 
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Figure 10; New Multics dynamite lioker. 
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Figure 11: Static storage aliocation on 
Multics 
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occur. This is pictured by figure 11. 

The problem of static storage allocation was just | 
one example, and perhaps the most typical, of a feature which 
was hooked to the linker for convenience. Unfortunately, the 
linker was not the right place to hook that feature to. Other 
problems of the same kind were encountered during the implemen- 
tation. Just to mention a few we can cite. trap handling and 
| impure object segment handling. Such features are typical 
examples of sophisticated tools which have beer hooked to 
the linker for convenience but do. not actually belong 
there. Trap handling is a feature whioh allows a program- 
fay to force execution of certain routines before his 
program can be called for the first time. The feature is 
named after the fact that it is based on trapping the first 
invocation of a program. Again the first invocation may 
not be a symbolic invocation; thus the linker can be by- 
passed; thus hooking the trap handling mechanism to the 
linker is just as disastrous as hooking , static storage 
allocation to the linker. The solution. is also to use a 
hardware fault. We will not describe it here as it is 
really not part of the implementation of the linker. 

Impure object segment handling is a facility which pro- 
vides users with the ability of creating an object seg- 
ment and then writing into it perhaps over the definition 


and virgin linkage sections. Of course such an object 
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segment is not sharable. It is important to save the 
definition and virgin linkage section before they are 
overwritten (by copying them into the cls before the first 
reference). Such task was left to the linker. Again it 
did not belong there. By-passing the linker and thus not 
Saving the definition and linkage sections could cause 
damage to the object segment. In addition it did put an 
extra burden on the linker by always forcing it to check 
for writeable object segments. The solution to the prob- 
lem is to always save the definition and virgin linkage 
sections of a writeable object segment in a separate seg- 
ment when the object segment is created. Compilers can 
take care of this very easily and already use such mechan- 
isms to handle other features on Multics. 

Static storage allocation, trap handling and impure 
object segment are typical examples of peripheral features 
which have been hooked to the linker for convenience. As 
a result, they were mishandled, violated protection, com- 
plicated the linker and interfered with it performance. 
Our design has corrected that situation. 

b. Compatibility of interfaces 

We would now like to mention a second problem which 

the implementation encountered. This problem is specific 


to Multics but problems of the same kind would certainly 
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arise in any computing utility. the present problem does 
_ Rot have go much to do with the linker itself as it has 
with the general idea of pulling a 1 module outside the 
kernel. — . 
Any program which is , part: of the kernel is very. | 
, Mkely to use other functions of the kernel. In trying 
to pull that program outside the kernel, one must make 
. sure. that it still can use the other kerne]_ functions as 
it did before. In the particular. case ot. the Linker, _the- 
old. Multics linker used the FSM inaide ‘the: security ker- 
nel, _ Of course, gnee the Linker is (pulled < outside ‘the 
kernel, it eampot call. the rou directly. all it can do is. 
invoke. it through. appropriate. yates (nee figure 2 42). For- 
tunately the. Fam of Moltics was. sready available am 
higher, rings through | such gates. We did not have te 
implement then. However the interface t to the FSH across 
these gates” is not the same as ee interface which the 
are currently implemented ag. ring | 9 data bases. Their 
logical address in a process. is. also a protected item. 
. Veer, Fings. g to 7) may talk a about. director 
 treename and not by segment number. _Dinectory ee: 
‘numbers are exclusively used inside the kernel. Thus 


linker ysed to see directly inside ring. o. Directories 


ries only by 


when the linker was inside the eval, “the Seecak rules 
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Figure 12: Interface of the linker to the FSM. 
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it used across the interface with the FSM were a set of 
directory segment numbers. Now the linker is moved 
outside the kernel, directory segment numbers are not 
suitable directory unique i@entifiers. Therefore the 
linker must use directory treenames. This implementation 
of search rules has the disadvantage that for each direc- 
tory searched or each link fault, the treename presented 
to the FSM gate must be converted into corresponding seg- 
ment number to perform the search. Such conversion is 
costly and has a negative effect. on the performance of 

the linker. A parallel project is currently on its way 

to make directory segment numbers available in user rings. 
Such a design will reatore the intérface to the FSM which 
the linker used to see. However it has some major protec- 
tion implications .of. which. the solution is not obvious. 

We will not discuss thease ip 1¢eutsone here. 

The problem of the search rules was a typical 
example of a compatibility problem. ‘By removing the 
linker from the kernel, we were foyced ‘ta make it compat- 
ible with the interface of the kernel seen by the user 
rings. 

c. Limitation of Privileges 

The last problem which we propose to discuss will 

illustrate the impact on the capabilities of a program 


of removing that program from the kernel. The problem 
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deals with snapping downward cross ring links, a feature 
which the ring*the- linker used to support very ‘easily and 
which is now complicated by thé faet’ thatthe tinker°is in 
the Fauitreg ring. 

“In the gereral design described’ earlier, ‘the: PSM was 
described as a security kernel primitive which: given a 
catalog unique identifier and ah ebJéct®: symbo2ie name: 
 yetutns'a logital® address: On Muiticss© ‘this ise ‘mot the 
exact’ function of the FSM: ‘The rae cakes. a @irectory’ 
treename and a segment name and rethiné a segment Aember. 
The difference between these two’ devcriptions is that a 
segment name is not an object ‘symbolic’ hame’ and a segment 
‘number is only a partial” logita? adtireises “Na & consequence 
a search’ of the definition’ section OF the target: segment 
‘must’ be eaiieni to! fina the offeet oF “the — Wbject 
object i8 in a ring equal to ‘dr ‘high’ dein ‘the’ Faukting 
ring, such’ search potes ‘no ‘prétlest.“ Bue Wier’ ‘the target | 
object is a gate Ento a ring’ Tower ‘that ‘@ie faulting ring, | 

the linker in the faultitig ring avee nio® halve ‘the ee 
capability to read’ ox ‘search’ the target seghent. ‘The old 
linker exeduting ffi the KerneF WW ‘have that wepability. 

“When snapping & Tink ‘to“a ‘gate inte a! Lower aumbered 
ring, the linker must extractthe “offedt %f “that gate 
from information contained “in thé target eégment 


ring. It would thus receive,a angpent number. Then. 


there. was @ large number of rings par process. 
we know. that the number of rings per proces: 
Thus, theme is .a much simpler solution te our penton which 
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containing the gate, The only..way to. extract. information 


from. that target segment is to. inyoke. another gate, a 
linker gate, into the target ring. The. function of. the 
linker gate is equivalent to the. functionof the “entry 
search driver" in figure 8... But. the search. happens. in 
the target. xing instead of happening.in the faulting ring. 
The, question which the reader, is: now.entitlad to. ask 
is how does the. linker know about, the linker gate. in the 
first place? . There. are several possible. answers to this 
question.. One way.the linker. conld keow about it is by 


conventions. .It would be possible to, impose. that. any 
| ring contain a gabe named after ita om xing number, and 
ecated. in. a segment of some. copy 


The Linker sanld. than, izvake de RON tp. ahead? A. Segment 
by giving: the PSM the name of the gonventional. directory 
, name of the gate. into the target 


using @ conventional, offset. into that segment, it could 
dynamically fabricate. for itself.a.link, to the Linkex 
gate. Gugh design is feasible and, vexy appropriate if 
ss. However 


consists in providing the standard Multica syatem with a 
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finite set of gates (one per ring), loading these gates 
into the machine during system initialization, prelinking 
the linker to each such gate as usually and throwing the 
gates out of the kernel address space after prelinking. 
This is the solution which was implemented on Multics. 

It is pictured in figure 13. During system initialization, 
the linker is prelinked to the FSM gates as well as to 
one linker gate for each ring. Then when A takes a link 
fault in trying to call gate B, the linker is invoked in 
ring 4. It obtains a segment number s for B from the FSM. 
The FSM also tells it that B is a gate into ring 3. 
Instead of calling the entry search module in ring 4, the 
linker then calls the linker gate in ring 3. The linker 
gate can search the oject segment B and thus returns the 
offset w of b in B to the linker in ring 4. 

The last problem discussed was an example of a case 
where by being removed from the kernel, a program, the 
linker, lost privileges which it used to exploit to per- 
form its task. Other such examples were encountered 
during the implementation. For instance, the linker used 
to store in a system wide data base, various meters count= 
ing the number of link faults, the distribution of pro- 
cessing time required, etc. Data could be extracted from 
that data base by anybody interested in performance. Of 


course, now the linker is in user rings it could still do 


ring 3 
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Figure 13: Cross ring linking In Multics 
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such metering, but results could not be trusted because 
the system wide data base would have to Be abeeastble in 
user rings 65." Hence anybody ‘coulda’ write “‘gatbage into 
it. The solution which we. propo’ instead ig to just 
keep a count of link faults in ring’). ‘This is done by 
the fault interceptor module. “ he count is’ thus protected. 
Other meters can be stored in per ring data bases if the 
user desires. Such meters ‘would’ of courbe’ reflect only 
the activity of that user in that ring.” a ae 

This is the last problem we propése@ to present here 
about the implementation. In no way” a6“we suggést that 
the implementation faced no thibv’e ‘problems’ than explained 
here. The problems presented here weré’ just’ typical ~ 
examples representative of Classes of problems’ relevant 
to the topic of our research. Problems not: discuswed’ . ~ 
here either fell into categories For whith we have given 
examples or into categories not télevant to our thesis: 


topic. 
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Vv. Conglusion esti ee eo ae 

To conclude this thesis, we would like to step back 
and consider the design and its implementation as a whole 
Main results of the thesis, and examine the cost of the 
implementation. _ ee dig 2° , 

We first propose to compare the old design of - 
with the new design we have implemented... Our. comparison 
is based on figure 14, The old dynamic linker was part of 
the. ancurity kernel, It was constituted. by p set of | 
modules scattered across the whole kernel. Some of these 
modules. were directly available to the user. through appro- 
priate gates. into the kernel (see Appendix). ‘Miscellaneous 
peripheral functions like static storage allocation and 
trap handling were directly hooked tp the linker inside the 
kernel. The new dynamic linker is a bound object sequent. 
Capabilities to use it exist in all rings wesiee ring 0. 
The modules of the dynamic linker which used to be available 
through gates in the kernel are now directly available in 
user rings. All peripheral features have been detached 
from the linker and are now handled independently as 
described earlier. The static storage allocator is still 
physically connected to the linker to simplify initialization, 


but it is functionally independent: its operation is 


a Oa I i eR 
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triggered by a special hardware fault. As a result of the 
above facts the complexity of the mecurity. Bexnst has been 
reduced by a non-negligible, although hard to measure, 
amount. What can be measured is the reduction of the size 
of the kernel. The following items have been extracted 
from the kernel: 


15000 words out of 300000 (5%), 
30 entries out of 1200 (2.5%), 
15 programs out of 300 (5%), 
18 gates out of 165 (11%). 


The case of the gates is particularly interesting. Since 
the linker has been removed from the kernel, all gates 
which used to lead to it inside the kernel could be 
removed too. The figure of 11% deserves a special comment. 
Since the interface between the kernel and the outer world 
is one of the most sensitive, directly threatened part of 
the kernel, a reduction of size of 11% is a significant 
improvement. We attribute this high scare to the fact 
that the linker was, as we have shown, essentially a user 
ring program. Thus even though it was in ring 0, it was 
natural that it be available to user rings through many 


gates. 
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Secondly we propose to discuss the results of the 
thesis. A first result is the demonstration of the 
feasibility of the design. Some components of the design 
have not been implemented because they were thought to be 
of minor importance and could not have any impact on the 
overall success of the implementation. Other components 
of the design like the functional independence of the 
static storage allocator could not be implemented simply 
because the supporting hardware is not yet available on 
Multics. However it was approximated by software and 
when the hardware becomes available, only a simple change 
of a few lines of code is required to separate static 
storage allocation from dynamic linking. On the whole thus 
the major aspects of the design and of the implementation 
have been verified to work correctly. System initializa- 
tion, fault handling and dynamic linking have been imple- 
mented. All features crucial to the operation of the 
linker itself have been extensively tested and proved to 
work under all circumstances. In particular cross-ring 
linking was carefully tested. 

The second result of the thesis is the improvement of 
the protection and the certifiability of the kernel of 
Multics. Size and complexity have been reduced in the 


proportions mentioned above thereby making the auditing 
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ef the kernel an easier task. In addition, the thesis 
has. corrected. some bugs in the Multics system. The 
. protection threat resulting from Raving peripheral features 
: hooked to the linker has been éliminated.— The protection 
of the kernel iteelf is no more thréatened by the uncon- 
trollabie operation of the linker, Moreover the careful 
study and the vedesign of the linker wieovered and 
_ Kemedied several unsuspected proteetion fled, not the 
least of which is the problem Of Static storage alloeation. 
The last major results worth mentioning here are the | 
insights gained about the netusé of a Newtel., Although 
the thesis has not provided any definition of what — 
programs belong inside. the kermeél, it certainly has pro- 
vided. a few insights about what programs can easily be 
moved outside the kernel. The a posteriori analysis of 
the linker has revealed a few interesting features which 
at the same time made the linkey an easy to remove pro- 
gtam and are a direct result of its user ring nature. 
We do not suggest in any way that ail programs exhibiting 
the features to be described sheulé or even could be 
removed from the kernel. We only: wugyeet: that Buch pro- 
grams are cexstainly better candidates for removal than 
others ahd that any attempt to simplify. « kernel should 
start by examining such programs. 
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The first feature which made the linker a good can- 
didate for removal is the number of gates which lead to 
it inside the kernel. As we already suggested, this fact 
is most probably connected to the user ring nature of the 
linker. A program which is already available to user 
rings through many gates is inside the kernel but close 
to the outside world. Pulling it out should in general 
be easier than pulling out a program deeply nested inside 
the kernel (see figure 15). 

The second feature of the linker which made it a good 
candidate for removal is the fact that it was not used to 
support any other kernel function. In figure 15, program 
B is callable through a gate. Thus aecoraing to our first 
criterion, it should be easy to remove it. However B is 
needed to support A (invoked by A) inside the kernel, and 
A is not available through a gate. Hence it is probably 
hard to pull A outside the kernel and B has to stay 
inside as well. This does not mean that B can never be 
executed in a user ring when invoked by a user ring, but 
it implies it must still be part of the kernel and thus 
audited to support the operation of A. In the case of 
the linker, since no other function like A used it, it 
could easily be removed. 


The third interesting feature of the linker is that 
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Figure 15: Multics security kernel. 
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all kernel primitives (e.g. the FSM) it used to invoke 
from inside ring 0 were already available to user rings 
through gates. Thus removing it simply moved back the 
boundary of ring 0 without even creating new gates through 
it. Instead removing 2 from the kernel in figure 15 would 
require a gate to be added to reach X because X is not yet 
available in the user rings. 

The last three paragraphs have described overall 
features of a program which make it a good candidate for 
removal. Of course further functional investigation may 
reveal that such a program cannot possibly be removed simply 
because it deals directly with protection and is a proper 
component of the kernel. 

We finally would like to examine the cost of our 
implementation: how much did the removal of the linker 
alter the performance of the system? Given that performance 
and performance evaluation were not among the goals of our 
thesis, we will not present an exhaustive performance study 
of the linker. However we have run a few simple performance 
tests which consisted simply in measuring the time required 
“to Snap "average" links. By "average" we mean links of the 
type most frequently handled by the linker. That is links 
not going cross-ring and not using any sophisticated features. 
The measurements were taken in two different cases. First, 


we measured the time required to snap a link to an object 
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currently mapped in the logical addeeas space. Secondly, 
we measured the time required te snap a link to an object 
not curreatly. mapped in the logical address space. Such 
measurements were carried on for both tke old linker and 
the new linker. 

In the first case, the new linker requires 10 more 
milliseconds than the old jinkaz, which represents an 
increase of 40 to 60 percent of the total time required 
by the old linker to snap the link. ‘This: fixed increase 
in time is independent of the amount. of proceasing 
required to handle the: link itsel€. We abtribute it to 
the fixed overhead involved in signalling the link fauit 
in the faulting ring,. invoking security. karnel primitives 
through gates, and requesting. the kernel to validate and 
restore the machine status. All these operations are 
required for the new linker to operate and were not 
required or not £0 complicated. with the: privileges of the 
old iinker,. This increased overhead is the basic price 
paid by our design. 

In the case of the second set of measurements, the 
new linker requires roughly twice as much: time as the old 
linker does. Such overhead is not a fixed overhead 
although it containg the fixed overhead of 10 milliseconds. 
Instead this overhead is relatively. proportional to the 
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length of the search for the target object in the file 
system. In order to speed up the search for and mapping 
of a target object, it is standard practice on Multics 

to first look in the logical address space in case the 
object is already there. The first set of measurements 
corresponds to this case. Only if the object is not found 
in the address space is the FSM invoked to search the file 
system. The reason why this search is roughly twice as 
long for the new linker as it used to be for the old one 
is mainly because search rules are now directory treenames 
instead of directory segment numbers. As we mentioned it 
earlier, we expected this to yield a non-negligible 
overhead because translation of a treename to a segment 
number prior to each directory search is very expensive. 
Fortunately, when the project of removing name space 
Management from the kernel is finished, we will be able to 
restore the search: rules under their old form and the per-~ 
formance will no more suffer from the overhead described 
above. 

To conclude the discussion of performance, it must be 
said that clearly some fixed overhead (10. ms) was paid by 
the new design. However the overhead in the search is a 
price paid only temporarily. In addition it is believed 


that the figures presented can be improved. They are the 
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results of very rough measurements; a more careful analysis 
is clearly needed to identify the bottlenecks in the new 
linker and try to optimize ‘the code there. Also, when 
static storage allocation, trap handling and other features 
will. be separated from the linker as recommended, the 
performance of the linker is likely to increase signifi- 
cantly because it will no more have to ¢hetk and worry 
about all sueh peripheral features. Thas the performance 
perspective is not as bleak as the above figures seem to 


suggest. 


Summary 

This thesis has attempted to open a road towards 
security kernel simplification by: removing the dynamic 
linker from the security kernel of a computing utility. 
A second wave aimed at simplification of ‘the kernel is now 
on its way to-remove name space managesient from the 
security kernel. No matter how large an effott these two 
first simplifications will have required, this effort is 
almost negligible in comparison to what remains to be done. 
Even when wé will have reached the minimal definition of a 
security kernel, the hardest part of its certification will 
remain to be worked out: the auditing. There exists so 
far no formal theory of kernel auditing. While program 


verification techniques are a first step towards kernel 
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auditing, they are not the panacea. Auditing a kernel is 
much harder than auditing the sum of its program components 
because of all hidden interactions between these components. 
Yet because of the increasing need for security and 
reliability of information stored in a computing utility, 
more powerful and carefully verified protection mechanisms 
are demanded. Protection of information is not only the 
fact of defense, census, medical or criminal information 
systems. It is a vital characteristic required by our 
society from any information storage system, computers 
not in the last place. Thus it is worth paying the price 
of certification to satisfy the fundamental need for 


true protection. 


(1), 
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Appendix: Gates removed from. ‘the Multics ‘security kernel 
To illustrate the variety and She number and the 

complexity of the functions removed from the Multics 

kernel by the: implementation described in ¢ Chapter IV, 


we list here all gates xenoved cham the kernel with their 


respective description. 


er aseign age: 4, . 
| allows the user to request the static | storage 
allecator to Milocate a siven amount of space in 
| the cls of the requesting zing: A pointer to 
eee: allocated: space is ‘returned; eats 
a fs_search _get wdir | — a 
“ieee the user to ask the  treenane of his current 
working Street ory: The: works airectory 4 is used in 
_ the search rules and can 1 be a any directory go defined 
by the user; : 
- fs_ search set_wdir 


allows the user to seotene: his. new working ‘directory; 


sich g: 


-  get_ count _ linkage 
allows the user to obtain a pointer to the static 
storage of a segment pinbhiai’ a pointer ¢ to and the 
bitcount of ‘that segment; 


) 
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- —_- get_defname_: 
is a generalization of get_entry_name for entries 
not necessarily into executable programs; 

= _get_entry_name: oe | : 
allows the user to find out the name of an entry into 
a program given a link to that entry; 

= get_linkage: 
is essentially the same as get_count_linkage but does 
not require the bitcount of the segment under concern; 

oe get_lp: 
allows the user to get a pointer to the static stor- 
age of a program in the requesting ring given a 
pointer to the segment containing ‘the program; 

= get_rel_segment: | 
allows the user to get a pointer to the definition 
or the linkage section of a segment given a pointer 
to the segment; 

= get_search_rules: 
allows the user to find out what his current search 
rules are; | | 

= get_seg count: 
allows the user to get a pointer to and the bitcount 
of a segment given the segment name; | 

- get_segment: 


same as above but. doesn't return the bitcount; 
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_initiate_search_ruies: 
| gliows: the. user to! define-new search xujes.and enable 
' * them in’ the: current: mingjo 0) 9-04 oe our | 
Link force:: ah Me 8 RED - eal 
allows: the user to force. a Link to be eoapped, This 
is: a “static linking" enter: Ee Ae end dinker ; 
make ptr: So. cae ae A aa a aap 2 
allows: the: user. to: fabrivateca pointer {i.e. a. link) 
to an object: from =scratoh; spies: eS ame. 
of the object; 
rest_of_datmk: — | oe ee, 


allows the user to grow a data object under a given | 


symbolic name if that object doesn't exist yet. This es 


is a gate into one of the sophisticated feature 
handler hooked to the Linker; 

set_lp:. | 

allows the user to set the static storage pointer for 
a given program in the current rings | 

unsnap . service: . 

allows the user to undo the work of the linker by 
_unsnapping any link the linker may have snapped in 
the torussting ring to a given entry. 
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We hope this. exhaustive Jist of. onee:getes into the 
linker has convinced the reader: of: hhe. variety..and the 
complexity of the linker interface. This ids one of the 


 feasone why it was very: desizabie and rewarding to 


remove it from the kernel. tn eOdi.tion to: having to 
audit 18 gates into the kernel, on the average 4 arguments 


‘per: gate. hatte be validated, which. dnanenaedthe complexity 
and the wertificutiion problemcewe moms 2 | 
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